
NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS
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U = UPPER SIDE OF GUTTER LINE PROFILE

L = LOWER SIDE OF GUTTER LINE PROFILE

FOR THE OTHER ABBREVIATIONS - REFER TO CD-606-1

* TYPE 3 RAMP IS NOT APPLICABLE, USE TYPE 1

** TYPE 4 RAMP IS NOT APPLICABLE, USE TYPE 2

CONCRETE SIDEWALK

(PUBLIC SIDEWALK CURB RAMP TABLES)

55

CD-606-4

CD-606-4.1 164

1.

NOTES:

3. THE 12H:1V MAX SLOPE IS THE RUNNING SLOPE FOR CURB RAMPS, BUT ONLY THE 12H:1V SLOPE 

MEASURED AS X  IS THE RUNNING SLOPE FOR TYPE 3 AND TYPE 4 CURB RAMPS. ENSURE THE 

RUNNING SLOPE OF CURB RAMPS DOES NOT REQUIRE ITS LENGTH TO EXCEED 15 FEET. THE 

RUNNING SLOPE MAY EXCEED THE 12H:1V MAX SLOPE SO AS NOT TO EXCEED THE 15 FEET 

MAXIMUM LENGTH.  THE TABLES ALREADY APPLY THE 15 FEET RULE FOR THOSE CALCULATED 

LENGTHS WHICH EXCEED 15 FEET. 

2.

FOR CURB RAMP TYPES, SEE CD-606-1. 

THE ABOVE TABLES ARE BASED ON THE SPECIFIC GUTTER PROFILE REFERENCED. 

THEY DO NOT TAKE INTO ACCOUNT VARIATIONS IN THE GUTTER PROFILE. THE ABOVE TABLES 

TO BE USED BY THE DESIGNERS AND CONTRACTORS TO GET APPROXIMATE DIMENSIONS OF 

THE CURB RAMP AT EACH LOCATION. FINAL DIMENSIONS WILL BE DETERMINED BY ACTUAL 

MEASUREMENTS IN THE FIELD DURING CONSTRUCTION. 

4. DIMENSIONS SHOWN IN TABLES ARE FOR 3 INCH TO 9 INCH CURB HEIGHTS. WHERE THE CURB 

HEIGHTS ARE OTHER THAN WHAT IS PROVIDED IN THE TABLES, THE DIMENSIONS OF THE RAMPS

WILL HAVE TO BE CALCULATED BASED ON CROSS SLOPES SHOWN.


