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CONSTRUCTION DETAILS
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AND ELEMENT SECTIONS

GUIDE RAIL TRANSITION

MODIFIED THRIE BEAM
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NOTES:
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SLOTS

POST BOLT

SECTION - RIGHT SIDE APPROACH - SEE NOTE 2

THRIE BEAM TO W-BEAM ASYMMETRICAL TRANSITION

SECTION - LEFT SIDE APPROACH - SEE NOTE 2

THRIE BEAM TO W-BEAM ASYMMETRICAL TRANSITION

TRANSITION SECTION - SEE NOTE 1

THRIE BEAM TO W-BEAM SYMMETRICAL

(AASHTO M180, CLASS B, TYPE I) (10 GAUGE)(AASHTO M180, CLASS B, TYPE I) (10 GAUGE)
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SLOTS

SPLICE BOLT 

�" x 1⅛" 

SLOTS

SPLICE BOLT 

�" x 1⅛" 

THE 12'-6" RAIL HEIGHT TRANSITION AND A STRAIGHT FLARE OF BEAM GUIDE RAIL.

A TANGENT GUIDE RAIL TERMINAL. A MINIMUM 25' LENGTH OF BEAM GUIDE RAIL IS REQUIRED BETWEEN 

A MINIMUM 12'-6" LENGTH OF BEAM GUIDE RAIL IS REQUIRED BETWEEN THE 12'-6" RAIL HEIGHT TRANSITION AND 

IS NOT REQUIRED, SUCH AS A TRANSITION FROM THRIE BEAM AT A BRIDGE ATTACHMENT TO W-BEAM GUIDE RAIL.

A THRIE BEAM TO W-BEAM ASYMMETRICAL TRANSITION SECTION IS USED WHERE A VERTICAL TRANSITION 

REQUIRED, SUCH AS A TRANSITION FROM MODIFIED THRIE BEAM TO W-BEAM GUIDE RAIL.

A THRIE BEAM TO W-BEAM SYMMETRICAL TRANSITION SECTION IS USED WHERE A VERTICAL TRANSITION IS 
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W6x9 OR W6x8.5 POSTS, 6'-9" LONG

MODIFIED THRIE BEAM GUIDE RAIL

ANCHORAGE DETAILS
BEAM GUIDE RAIL
SEE CD-609-4 FOR

FOR TL-2 BRIDGE ATTACHMENTS
4'-2" THRIE BEAM SECTION

FOR TL-3 BRIDGE ATTACHMENTS
" THRIE BEAM SECTION2

17'-3

MODIFIED THRIE BEAM TRANSITION TO W-BEAM GUIDE RAIL

12'-6" RAIL HEIGHT TRANSITION

PAY LIMIT FOR MODIFIED THRIE BEAM GUIDE RAIL

3'-1½" 3'-1½"6'-3" POST SPACING 6'-3" POST SPACING

12'-6" RAIL HEIGHT TRANSITION

ANCHORAGE

PAY LIMIT FOR BEAM GUIDE RAIL
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PAY LIMIT FOR W-BEAM GUIDE RAILPAY LIMIT FOR W-BEAM GUIDE RAIL
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CD-609-20.1

W6x9 OR W6x8.5 POSTS, 6' LONGW6x9 OR W6x8.5 POSTS, 6' LONG

164

DIRECTION OF TRAFFIC

(10 GAUGE)
SECTION

TRANSITION
SYMMETRICAL

TO W-BEAM
6'-3" THRIE BEAM

TO W-BEAM
6'-3" THRIE BEAM

(10 GAUGE)
SECTION

TRANSITION
SYMMETRICAL

W-BEAM GUIDE RAIL

(SEE NOTE 3)
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