
 

EXISTING CONCRETE 

REMOVAL AND REPLACEMENT

LIMITS OF SLAB

SAWCUT

SAWCUT

FORM

TRANSVERSE JOINTSLONGITUDINAL JOINTS

MINIMUM LENGTH REPAIR AT

EXISTING TRANSVERSE JOINT

UNDERLAYER

PREPARATION

LONGITUDINAL JOINT

LONGITUDINAL JOINT
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TO BE SAWCUT FULL

DEPTH (BOTH SIDES)

TRANSVERSE JOINT,

SECTION D-D

GROUT RETENTION DISK

TRANSVERSE JOINT LAYOUT

1.

N.T.S.

NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS

9" 9"

4 DOWEL BARS 

@ 1' C TO C

4 DOWEL BARS 

@ 1' C TO C

REMOVE  CONCRETE

PAVEMENT

REINFORCEMENT  

  STEEL MAT 

DOWEL BARSDOWEL BARS

CONCRETE

PAVEMENT

(TO REMAIN)

CONCRETE

PAVEMENT

(TO REMAIN)

EXISTING

CONCRETE

PAVEMENT

(TO REMAIN)

EXISTING

CONCRETE

PAVEMENT

(TO REMAIN)

DOWEL BARS

(TYP.)

BUTT JOINT DETAIL

D

D/2

SEE DETAIL A, B, OR C; CD-405-1

BUTT JOINTS BUTT JOINTS

BUTT JOINT

BUTT JOINT

8' MIN. TO 20' MAX.

CONTRACTION JOINT

SEE NOTES

CD-453-1.1

2. INITIAL SAWCUT IS NOT 

REQUIRED FOR BUTT JOINTS.

3. A MINIMUM OF 3" CONCRETE

COVER IS REQUIRED OVER

REINFORCEMENT STEEL MAT.

4.

EXISTING CONCRETE PAVEMENT (TO REMAIN)

EXISTING JOINT

FULL DEPTH CONCRETE PAVEMENT REPAIR

8' MIN. TO 20' MAX. 

20' 

MAX.

20' 

MAX.

BUTT 

JOINT

CONTRACTION JOINT

2' MIN.

2' MIN.

10' MIN.8'

MIN.

EXISTING JOINT

4' 4'2' 

MIN.

CD-453-1

FULL DEPTH CONCRETE 

PAVEMENT REPAIR

32

FULL DEPTH CONCRETE

PAVEMENT REPAIR

FULL DEPTH CONCRETE PAVEMENT 

REPAIR 

SAWCUT PERPENDICULAR TO 

BASELINE.
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5. 

NYLON OR

PLASTIC MATERIAL

WEEP HOLE

PLAN

GROUT RETENTION DISK FOR 1 1/2 " EPOXY COATED 

SMOOTH DOWEL BAR

1•" EPOXY COATED SMOOTH DOWEL BAR  SEE NOTE 5

SEE BUTT JOINT DETAIL

DRILL 1†" HOLES FOR THE DOWEL 

BARS. EPOXY GROUT DOWEL BARS 

INTO DRILLED HOLES.

SPACE CONTRACTION JOINTS 

AND CONTRACTION / BUTT JOINTS

EQUIDISTANT AND NOT MORE 

THAN 20' APART.

NOTES:


