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58" DIA. BUTTON HEAD BOLT
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58" DIA. RECESS NUT
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12'- 6" OR 25'-0" (CENTER TO CENTER OF SPLICES)

BLOCKOUT

BEAM GUIDE RAIL

(MASH TL-3)

ALL DIMENSIONS ARE SUBJECT TO MANUFACTURING TOLERANCES.

FURNISH RAIL ELEMENTS SHOPCURVED, CONCAVE OR CONVEX, FOR RADII  BETWEEN 20 AND 150 FEET.

WHERE TRANSITIONING TO EXISTING GUIDE RAIL, AN END TERMINAL, OR A CRASH CUSHION MOUNTED

AT A HEIGHT OTHER THAN 2'-7", THE VERTICAL TRANSITION TO BE ACCOMPLISHED IN A MINIMUM

LENGTH OF 12'-6" FOR EACH 2" OF VERTICAL CHANGE.  SEE CD-609-8.

INSTALL AN END TERMINAL AS SHOWN ON THE PLANS. USE THE END SECTION (ROUNDED) ON THE END

OF THE RAIL ELEMENT WHERE DUAL FACED BEAM GUIDE RAIL ENDS AND SINGLE FACED BEAM GUIDE

RAIL BEGINS.
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