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PIPE DIMENSIONS
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;g ]g }2 }gg COAT ALL SURFACES TO BE ENCASED IN CONCRETE COLLAR

= = z L WITH APPROVED EPOXY BONDING COMPOUND.NO SEPARATE
PAYMENT WILL BE MADE FOR THE CONCRETE COLLAR.

THE COST OF THE CONCRETE COLLAR SHALL BE INCLUDED

ROUND PIPE IN THE COST OF THE VARIOUS PIPE ITEMS ON THE PROJECT.

ARCH PIPEL DIMENSIONS PIPE DIA. CONCRETE COLLAR
DIMENSION (INCHES) OR JOINING PROPOSED PIPE TO EXISTING PIP
(INCHES) |STEEL (F E) CD-601-2.3
SPAN | RISE c
3 7 | 18 | 16 6 a4
g 21 15 16 16 50 NS )
¥ 2; ;g 12 12 gg 23 \ FLARED END SECTION
] s : OR HEADWALL
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E THE EXCEPTION OF THE INSIDE DIAMETER DIMENSION. (SEE NOTE 2) ::scér;cngTi (23)UTOFF WALL “oo| | 6 MIN. COARSE AGGREGATE — N GEOTEXTILE
g A 1INCH THICK MORTAR BED AND A 6 INCH DEEP LAYER OF COURSE AGGREGATE — RIP-AAP CUTOEE WALL /
H ARE REQUIRED WHEN A PRECAST CONCRETE CUTOFF WALL IS USED. ELEVATION SEE DETAIL CD-6012.1 SEOTEXTLE
§ NO SEPARATE PAYMENT WILL BE MADE FOR THE CONCRETE CUTOFF WALL. THE OR CD-601-2.2
3 COST OF THE CONCRETE CUTOFF WALL SHALL BE INCLUDED IN THE COST
z OF THE END SECTION.
g END SECTIONS FOR ALUMINUM PIPE TORMWATER TFALL PROTECTION
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© 8 (SEE NOTE 2) P 1.
¥ z 6" COARSE  CONCRETE ON OUTLET END SECTION } — OF THE INSIDE DIAMETER DIMENSION. NEW JERSEY DEPARTMENT OF TRANSPORTATION
N o
S o AGGREGATE ?slgzO'r:qZTv:IzAlz-)L 6" COARSE AGGREGATE Jlﬁ,L . A 1INCH THICK MORTAR BED AND A 6 INCH DEEP LAYER OF COARSE AGGREGATE ARE
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H s REQUIRED WHEN A PRECAST CONCRETE CUTOFF WALL IS USED. CONSTRUCTION DETAILS
& g NO SEPARATE PAYMENT WILL BE MADE FOR THE CONGCRETE CUTOFF WALL. THE COST
s 2lu OF THE CONCRETE CUTOFF WALL SHALL BE INCLUDED IN THE COST OF THE END SECTION.
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® 0. THE WIDTH OF THE CONGRETE CUTOFF WALL SHALL BE EQUAL TO THE MAXIMUM
o WIDTH OF THE END SECTION AS INDICATED ON THE DETAIL BY DIMENSION "C".
L[ HOWEVER, IF THE ACTUAL MAXIMUM WIDTH EXCEEDS THE CHART VALUE OF “G",
3 =l THE WIDTH OF THE CONCRETE CUTOFF WALL SHALL EQUAL THE ACTUAL MAXIMUM
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