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INDEX FOR STANDARD ROADWAY CONSTRUCTION DETAILS

CD-606-2.7

CD-606-2.6

CD-606-2.8

 TYPE F

 GENERAL NOTES

 TYPICAL DRIVEWAY TREATMENT

EMBANKMENT     
     

CD-203-1.1BENCHING DETAIL                     

LIMITS AND METHODS OF PLACING EMBANKMENT AND POROUS

BACKFILL AND LIMITS OF ROADWAY EXCAVATION ADJACENT TO

BRIDGE ABUTMENTS

FENCES

CD-605-1.1

CD-605-1.2

CD-605-1.3

CD-605-1.4

CD-605-1.5

CD-605-2.1

 GENERAL NOTES

CHAIN-LINK FENCE

 CHAIN-LINK FENCE, ___’  HIGH

 DRIVE ANCHOR SHOE ASSEMBLY    

 CHAIN-LINK FENCE ASSEMBLIES

 GATES, CHAIN-LINK FENCE, ____ ’  WIDE

 CHAIN-LINK FARM-TYPE FENCE

CD-605-1

HEADWALLS

CONCRETE HEADWALLS

CONCRETE HEADWALLS AND APRONS

CD-602-10.1

CD-602-10.2

INLETS AND MANHOLES

CD-602-1.1

INLET GENERAL DETAILS CD-602-1

CD-602-1.8

CD-602-1.2

CD-602-1.3

CD-602-1.4

CD-602-1.5

CD-602-1.7

CD-602-1.6

 NEW MANHOLE CASTING, SQUARE FRAME, CIRCULAR COVER

 CONNECTION OF PIPE AND INLET FOR PRECAST INLET

 RISER JOINT DETAIL FOR PRECAST INLETS

 LADDER RUNG DETAIL

 DETAIL OF INVERT FOR INLET WITHOUT CONTINUOUS PIPE

 GENERAL NOTES

 COPOLYMER POLYPROPYLENE PLASTIC LADDER RUNG

 BICYCLE SAFE GRATE (CAST IRON)

CD-602-2INLETS, TYPE A, B & C

CD-602-2.4

CD-602-2.5

CD-602-2.6

CD-602-2.1

CD-602-2.2

CD-602-2.3

 INLET, TYPE C WITH C.I. CURB PIECE-BACK-FRAME AND GRATE

 FRAME FOR INLET, TYPE A

 INLET, TYPE B WITH C.I. CURB PIECE-BACK-FRAME AND GRATE

 FRAME-BACK-CURB PIECE FOR INLET TYPE B AND TYPE C

 METHOD OF SETTING CASTING FOR B TYPE INLET WHERE CURB PIECE 

 HEIGHT IS 2" GREATER THAN CURB FACE

 ALTERNATE BACK PLATE

CD-602-3INLETS, TYPE B1, B2, & B, B1, & B2 MODIFIED

CD-602-3.1

CD-602-3.2

CD-602-3.3

CD-602-3.4

CD-602-3.5

 METHOD OF DEPRESSING INLET AT SHOULDERS

 INLET, TYPE B MODIFIED

 INLET, TYPE B1 MODIFIED AND TYPE B2 MODIFIED

 FRAME TO BE USED FOR INLETS, TYPE B MODIFIED

 INLETS, TYPE B1 AND TYPE B2

CD-602-4INLETS, TYPE E, E1, E2, & ES

CD-602-4.1

CD-602-4.2

CD-602-4.3

CD-602-4.4

CD-602-4.5

 INLET, TYPE E

 INLETS, TYPE E1 AND TYPE E2

 FRAMES FOR INLET, TYPE E

 INLET, TYPE ES

CD-602-5INLETS, TYPE D1 & D2

CD-602-5.1

CD-602-5.2

CD-602-5.3

 INLET TYPE D1

 INLET TYPE D2

 CAST IRON CURB PIECE FOR INLETS, TYPE D1 AND D2

INLETS AND MANHOLES (CONTINUED)

CD-602-6.1 CAST IRON EXTENSION FRAMES FOR EXISTING INLET    

CAST IRON EXTENSION RINGS FOR EXISTING MANHOLES CD-602-7.1

MANHOLES CD-602-8

CD-602-8.3

CD-602-8.2

CD-602-8.1 STANDARD MANHOLE FRAME AND COVER

 MANHOLES, MANHOLES 5 FOOT DIAMETER, MANHOLES 6 FOOT DIAMETER

 GENERAL NOTES

CD-602-9.1

CD-602-9.2

CD-602-9.3

PRECAST MANHOLES CD-602-9

ISLANDS

CD-606-3.1

CD-606-3.2

 MANHOLES PRECAST CONCRETE

 MANHOLES 5’ DIAMETER, MANHOLES 6’ DIAMETER PRECAST CONCRETE

 48" PRECAST REINFORCED CONCRETE MANHOLE FLAT TOP

 PRECAST MANHOLE RISER JOINT

 CONCRETE ISLAND, 4" THICK

CD-606-3.3

CD-606-3.4

CONCRETE & HMA ISLAND CD-606-3

 CONCRETE ISLAND ON EXISTING PAVEMENT

 LONGITUDINAL & TRANSVERSE JOINT TREATMENT FOR CONCRETE ISLAND

 HMA ISLAND, 10" THICK

CD-405-2.1

CD-405-2.2

CD-405-2.3

CD-405-2.4

 

 

CD-405-2

 EXPANSION JOINTS AT BRIDGES

 GENERAL NOTES CD-405-1.3

CD-405-1.2

CD-405-1.1

CD-405-1.7

CD-405-1.6

CD-405-1.5

 HOT-POURED JOINT SEALER

CD-405-1.8 COLD-POURED JOINT SEALER WITHOUT BACKER ROD

CD-405-1.4

CONCRETE PAVEMENT LONGITUDINAL JOINTS

 TIE BOLT DETAIL

 CONSTRUCTION JOINT TIE BOLT

CD-405-2.5

 CONTRACTION JOINT CD-405-2.6

CD-405-2.7

 TYPICAL LAYOUT

 TRANSVERSE EXPANSION JOINT

 TRANSVERSE CONTRACTION JOINT

 COLD-POURED JOINT SEALER WITH BACKER ROD

 CONSTRUCTION JOINT TIE BAR

 STATIONING FORMING

 SLIP FORMING

 

 

 

CD-405-2.8

CD-405-3

 TYPICAL SIDE FRAME DETAIL

CD-405-3.1

CD-405-3.2

CD-405-3.3

CD-405-3.4

CD-405-3.5

CD-405-3.6

CD-405-3.7

CD-405-3.8

CD-405-3.9

CONCRETE PAVEMENT JOINTS NON-SKEWED 

LOAD TRANSFER ASSEMBLIES

 LONGITUDINAL JOINT WHEN TYING INTO EXISTING CONCRETE 

 PAVEMENT/SHOULDER

 TYPICAL EXPANSION JOINT ASSEMBLY

 TYPICAL CONTRACTION JOINT ASSEMBLY

 EXPANSION JOINT ASSEMBLY

 CONTRACTION JOINT ASSEMBLY

 CENTER FRAME WIRE DETAIL

 EXPANSION JOINT ASSEMBLY

 CONTRACTION JOINT ASSEMBLY

INDEX SHEET 2

DRIVEWAYS (CONTINUED)

JOINTS

 NOTES

 NOTES

CD-202-1.1

CD-401-2.4

CD-401-2.3

CD-401-2.2

CD-401-2.1

CD-401-2LONGITUDINAL JOINTS IN HMA

 WEDGE JOINT

 OFFSET OF JOINTS

 HMA PAVEMENT

 COMPACTION OF UNCONFINED VERTICAL EDGE

 ROLLER PLACEMENT FOR COMPACTING ALONG THE UNCONFINED

 VERTICAL EDGE
CD-401-2.5
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SOIL REUSE 

 SET INLET TYPE ES, CASTING RESET EXISTING CASTING (FOR ES CASTING)
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