VAR. 4'-0"

1N
Z
— CONSTRUCT DEPRESSED CURB 5
SEE CD-607-2.4 2" x 4" TIMBER, REMOVE AFTER GENERAL NOTES o
PROPOSED DRIVEWAY CONSTRUCTION =
RESURFACING SEE NOTE 3 SAWCUT & APPLY PROPOSED 5 SEE NOTE 3 1. ALL MATERIAL, REPAIR STRIPS AND EXCAVATION FOR 2 2% MAX
TACK COAT RESURFACING " DRIVEWAY CONSTRUCTION TO BE INCLUDED IN THE BID [z e
PROPOSED HMA . PRICE FOR HMA DRIVEWAY, CONCRETE DRIVEWAY 4"
172" MINIMUM OR CONCRETE CURB roe el
DRIVEWAY & VARIABLE ) MEET EXISTING :
\ /_\ EXISTING L4 7 DRIVEWAY CLASS B CONCRETE
o 7 = PAv m-—-— VD =
‘,le:/ ] ‘-—--_FMENT A e /X o _\g 2. USE HMA SURFACE COURSE FOR HMA DRIVEWAY CONCRETE SIDEWALK, 4” THICK
I \\;‘/"’_—— ~~~~~~~ 1 == _ )
X PiX’STING L —— EXISTING DRIVEWAY TO BE REMOVED 3. CONSTRUCT 5 FEET LONG DRIVEWAY UNLESS CD-606-2.9
VEMENT I TO A DEPTH NECESSARY TO ATTAIN OTHERWISE SHOWN ON PLANS OR AS DIRECTED.
. PROPOSED HMA DRIVEWAY
T —— | A THICKNESS OF 1%" OF PROPOSED HMA  SURFACE
YL I DRIVEWAY 4. MAINTAIN EXISTING DIRECTION OF FLOW ON DRIVEWAY. W 14" THICK
EXISTING =
EXISTING HMA DRIVEWAY EXISTING GRAVEL DRIVEWAY =
CONCRETE CURB OR SAND DRIVEWAY 5. USE DENSE GRADED AGGREGATE BASE COURSE TO PROVIDE VAR, VAR,
(TO BE REMOVED) REPAIR STRIP (TO BE REMOVED) TEMPORARY ACCESS DURING DRIVEWAY CONSTRUCTION. o
SEE NOTE 6 - "
6. DENSE GRADED AGGREGATE BASE COURSE. 5 2% MAX L r 5%
Q) I ; r
TYPE @ 7. WHERE SIDEWALK CROSSES DRIVEWAY PROVIDE A 2% MAXIMUM / L | IIT
TYPE @ SIDEWALK CROSS SLOPE WITHIN DRIVEWAY AREA. {PAV'TT 4(_ 3" _),L 3"
CONSTRUCTION OF HMA DRIVEWAY t
RESURFACING OF EXISTING HMA DRIVEWAY OR CONVERSION OF EXISTING GRAVEL DRIVEWAY CURB
(WITH DEPRESSED CURB) (WITHOUT DEPRESSED CURB) DENSE GRADED AGGREGATE BASE COURSE,
4" THICK OR AGGREGATE BASE COURSE.
4" THICK AGGREGATE BASE COURSE IS
SOIL AGGREGATE, DESIGNATION I-5
CD-606-2.1 CD-606-2.4 CD-606-2.7
e
u n
E CONSTRUCT DEPRESSED CURB VEET EXISTING B G B HMA SIDEWALK, 5 12" THICK
% SEE CD-607-2.4 o SEE NOTE 3 DRIVEWAY CD-606-2.10
E PROPOSED 2 <—,1 T
: SAWCUT & APPLY RESURFACING 20" L 20"
5 TACK COAT I A (TYP.) (TYP.)
2 2" x 4" TIMBER, REMOVE SEE NOTE 3 ﬁ%ga: VA gULLCDEPTH E.O.P.
ke AFTER DRIVEWAY 1%" MINIMUM Ex N AWCUT
| ’AA 1 -
2 CONSTRUGTION Egﬁ/?\),ff? HMA & VARIABLE STING PAVEMENT A1 EXISTING CONCRETE ol
E I I SR % ! DRIVEWAY ol
3 I e e | (TO BE REMOVED) ~
2 A/,/r////f i - PROPOSED CONCRETE , |
g ' *3{/ - DRIVEWAY, 6"TH. | |
2 A B EXISTING DRIVEWAY TO BE EXISTING CONCRETE CURB REPAIR STRIP :: WIDTH >:
a4 - REMOVED TO A DEPTH (TO BE REMOVED) SEE NOTE 6 AS SHOWN ON PLANS
: NECESSARY TO ATTAIN | |
B A THICKNESS OF 14" OF | |
B EXISTING HMA PROPOSED DRIVEWAY : :
@ PROPOSED DRIVEWAY TYPE @ , EXISTING DRIVEWAY |
3 RESURFACING | |
T RECONSTRUCTION OF CONCRETE DRIVEWAY | |
g TYPE (WITH DEPRESSED CURB)
[@]
e}
g RESURFACING OF EXISTING HMA DRIVEWAY
i (WITHOUT DEPRESSED CURB) TYPICAL DRIVEWAY TREATMENT
2 CD-606-2.2 CD-606-2.5
. PLAN VIEW
[¢}]
= MEET
CONSTRUCT DEPRESSED CURB — [E))é:\slélv':l/(/iv CD-606-2.8
S SEE CD-607-2.4
@)
S PROPOSED i SEE NOTE 3
1 SEE NOTE 3 . i
= RESURFACING % PROPOSED 1 R
3 RESURFACING T
¢ %ﬁ“ MEET EXISTING & CONCRETE AND HMA
S EXISTING |1 2| 0 A DRIVEWAY FULL DEPTH DRIVEWAY AND SIDEWALK
I PAVE “A. | X'~ A~ SAWCUT
o o MENT s ﬁ. <L ~k--- " N.T.S.
s % TT==- < ©
e & T . S ﬁL\_} EXIS EXISTING CONCRETE
. A TING PAVEMENT SRIVEWAY HMA = HOT MIX ASPHALT
(]
2 EXISTING PROPOSED HMA DRIVEWAY |  _______ (TO BE REMOVED) I CD-606-2
© e CONCRETE CURB EXISTING GRAVEL DRIVEWAY | 77777 mmmmeeee
i ; (TO BE REMOVED) — (TO BE REMOVED) PROPOSED CONCRETE NEW JERSEY DEPARTMENT OF TRANSPORTATION
o : REPAIR STRIP DRIVEWAY, 6" TH.
3 " — SEE NOTE 6
< S SEE NOTE 6 CONSTRUCTION DETAILS
é =
Il (@] E
o W |w
- TYPE (C)
TYPE (F)
= [0 CONSTRUCTION OF HMA DRIVEWAY
. ﬁg OR CONVERSION OF EXISTING GRAVEL DRIVEWAY RECONSTRUCTION OF CONCRETE DRIVEWAY @
E a8 (WITH DEPRESSED CURB) (WITHOUT DEPRESSED CURB)
: e 8 CD-606-2.3 CD-606-2.6 \146/
a) o (o

file=_Quality Management Services07 Pending BDC and Work AreaBDC13D—-0101 Roadway Details0054_CD—-606—2Concrete&HMA .dgn



	054_CD-606-2Concrete&HMA

