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NOTES:

*

*SLOPE AS SHOWN ON PLANS.

(THE SLOPE ON APPROACH SHOULD

BE NO GREATER THAN 4:1).

*

FORESLOPE GRADED TOWARD SHOULDER - SECTION VIEW
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BEAM GUIDE RAIL
END TREATMENT

FOR CUTS

\\cassidy\general\1429-04\CADD\Roadway\ConstrDetails\cd-609-8A.dgn

TOP OF SLOPE

PVI

15"

A-A B-B C-C

12" MIN. COVER

NOTE 2 15"

EDGE OF PAVEMENT

LEVEL LINE FROM NORMAL

GUIDE RAIL OFFSET

NORMAL GUIDE RAIL

OFFSET

SLOPE 

FORESLOPE GRADED AWAY FROM SHOULDER - SECTION VIEW
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BEGIN FLARE SHOULDER
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SEE DETAIL A

TERMINAL POSTS

NOTE 3 AND 8

  

 

NOTE:

2�"

�"

5
"

ALL HOLES �" DIA.

2"

6
’-
0
"

6’ TERMINAL POST

10
"

1" DIA. HOLE

SQUARE WASHER

4 - �"

DIA. HOLES

{ STANDARD

�" x 2�" RAIL SLOT

BEAM GUIDE RAIL 
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6" x 4" STEEL, 8.5# OR 9# PER FOOT

NOTE 4

C

NOTE 1

FORESLOPE GRADED AWAY FROM SHOULDER - ELEVATION VIEW

STEEL PLATE STEEL PLATE

SEE

NOTE 5

SEE

NOTE 6
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STEEL PLATE

4 - 1" x 1�"

SLOTS

EDGE OF TRAVELED WAY

TOP OF GUIDE RAIL SHALL BE PARALLEL TO

ROADWAY GRADE WHERE FORESLOPE IS GRADED

AWAY FROM SHOULDER.

WHEN CLEARANCE FROM BOTTOM OF RAIL TO

GROUND EXCEEDS 18", ADD RUBRAIL AND

8’ LONG POSTS.

TAPER GUIDE RAIL HEIGHT TO PROVIDE

1’ MINIMUM COVER AT LAST POST.

FLARE AS SHOWN ON CONSTRUCTION PLAN.

ATTACH STEEL PLATE TO POST WITH FOUR - �" x 1�"

LONG HEXHEAD BOLTS W/HEXHEAD NUTS.

ATTACH RAIL TO STEEL PLATE WITH FOUR - �" x 2"

LONG HEX BOLTS W/SQUARE WASHER AND NUT.

DRILL 3 - 1" DIA. HOLES IN BEAM GUIDE RAIL.

PAY LIMIT FOR BURIED GUIDE RAIL TERMINAL.

PAYMENT FOR ITEM BURIED GUIDE RAIL TERMINAL

SHALL INCLUDE POSTS, RAIL ELEMENTS, STEEL PLATES,

BLOCKOUTS, EXCAVATION AND BACKFILL.


