NOTES:

4" MAX. ——

#16 @ 1-0". SPACE BETWEEN STIRRUPS
OF P.C.BEAMS AS MUCH AS PRACTICAL

2. PROVIDE 34" DRIP NOTCH ON FASCIA BEAMS.

4. REFERENGE PLATE 3.10-8 FOR FURTHER DETAILS.

5. ALL REINFORCING STEEL SHALL BE CORROSION PROTECTED.

PRESTRESSED CONCRETE SLAB AND
ISSUED: 2009| TLATE
BOX BEAMS - DECK OVERLAY DETAILS 3.10-7
FLOAT FINISH cmﬂﬂ SLAB
SURFACE TEXTURE
PER SPECIFICATIONS
(#16 @ 1-0". SPACE BETWEEN
LONGITUDINAL SHEAR KEYWAYS AS
MUCH AS PRACTICAL.) o
— 2" COVER
5 MIN. —
CONC.
DECK SLAB
(CLASS A) ——— x A
6" MAX | T =
0" MIN. @ L mmm
|ﬁ/\ R=3/4" F
DRIP NOTCH

SEE PLATES 3.10-13 AND 3.10-14

FOR TRANSVERSE TIE DETAILS

1. REFERENCE SUBSECTION 25.10 OF THIS MANUAL FOR THE APPLICATION LIMITS OF EPOXY
WATERPROOFING SEAL COAT.

3. OVERHANGS LARGER THAN 6" SHALL BE APPROVED BY THE ENGINEER AT THE PRELIMINARY SUBMISSION.
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