"UOTYIPH ‘UI¢ — seInjonng pue safpuig 1o} [enuepy uSiseq LOAIN

- Mm@ -

— (M)

CONSTRUCTION JOINT AT PIERS AND
ABUTMENTS FOR STEEL ARMORED JOINT
SYSTEM.

CONSTRUCTION JOINT
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2 DOUBLE PICK-UP THREADED D (@ '— CAST-IN PLACE
INSERTS EACH END OF M ) DIAPHRAGM (3)
DIAPHRAGM. SECTION A-A
NOTES:
1, ALL REINFORCING STEEL USED IN DIAPHRAGMS SHALL BE CORROSION PROTECTED.
PREFORMED HOLE 2. DECK SLAB CONCRETE SHALL NOT BE PLACED UNTIL DIAPHRAGM CONCRETE HAS
IN INTERIOR BEAMS, REACHED A MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

THREADED INSERTS 3. SEE STANDARD DRAWING PLATE 2.1-1 FOR DIAPHRAGM WIDTH GRITERIA.

IN FASCIA BEAMS.

4. REINFORCEMENT NOT DESIGNATED SHALL BE AS REQUIRED BY DESIGN.
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	2009 Plate 3.10-3 CIP End Diaphragm For PC I-Beams At Bearings

