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TYPICAL SLAB BEAM SECTION
NOTE (1) : 1" ID NON-METALLIC VOID DRAINING DEVICE. NOTE AND TYPICAL LOCATION TO
BOTH ENDS OF EACH VOID (TYPICAL).LOGATE BE SHOWN ON CONTRACT PLANS.
TO CLEAR STRANDS AND AT LOWEST ELEVATION.[ VERIFY ON SHOP PLANS ACCORDINGLY.
2'-0" min. [<— € 3" DIA. HOLES IN 14" MIN.
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TIES. LOCATE TO AT MID-SPAN FOR SPANS TO
CLEAR DOWELS. 30-0° & AT THIRD POINTS
FOR SPANS LONGER THAN
30'-0".
TYPICAL SLAB BEAM ELEVATION
TYPICAL SECTION PROPERTIES
TYPE WIDTH| DEPTH| NO. OF |[VOID DIA. IN. | WEIGHT [NET AREA Ix S
FT. IN. | VOIDS [ D1 D2 |LBS./FT. IN.2 IN IN2
Sll-36 3 15 2 8 - 457 439 9.725 1296
Sli-36 3 18 2 10 - 51 491 16.514 1835
SIV-36 3 21 2 12 - 552 530 25.747 2452
Sll-48 4 15 3 8 8 593 569 12.897 1720
Slil-48 4 18 3 10 10 654 628 21.855 2428
SIV-48 4 21 3 2 10 733 703 34.517 3287
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