MECHANICALLY STABILIZED EARTH WALL
TYPICAL CUT SECTION

IS

PLATE
3.4-7

SUED: 2009

VERTICAL PAY |
ITEM LIMIT

BARRIER, COPING, FENCING OR RAILING (3)

LIMITS OF COMMON
STRUCTURE VOLUME (1)

PRECAST CONCRETE

FINISHED

FACING PANEL (TYP.) ]
™
4'-0" W
MIN.
e
(4)(5)
w|= |
N

AS REQUIRED
TOP OF PAVEMENT

GUTTER
ELEMENTS

SOIL_STABILIZING

(4)(5)

EXISTING GROUND

[

TEMPLATE GRADE

END OF SOIL STABILIZING

ELEMENT
SEE NOTE 7

LIMITS OF COMMON

STRUCTURE VOLUME (1)
SEE NOTE 7

~_EXCAVATION

8" DIA. PERFORATED PIPE

LT

MAX. SLOPE ——4%

BOTTOM OF CONCRETE

AS REQUIRED BY DESIGN

LEVELING PAD

(SEE NOTE 6)

TYPICAL SECTION

(CUT)

GEOTEXTILE FILTER
FABRIC AROUND BROKEN
STONE POCKET

L.

_o"

MECHANICALLY STABILIZED EARTH WALL

3) PAYMENT FOR THIS ITEM IS BASED ON PROJECT TO PROJECT BASIS.

(5) DRAINAGE REQUIREMENTS SHOULD BE ADHERED TO.

(1) THE LIMIT OF COMMON STRUCTURE VOLUME BEHIND THE WALL SHALL BE GOVERNED BY THE NARROWEST
LIMIT OF ALTERNATE WALL ALLOWED IN THE CONTRACT AT THAT LOCATION. THE DESIGNER SHALL CONTACT
THE WALL MANUFACTURER TO DETERMINE THE WIDTH OF THE NEEDED CUT.

(2) FOR WALLS BUILT IN PARTIAL CUT AND FILL AREAS, THE COMMON STRUCTURE VOLUME LIMITS FOR EACH
SITUATION SHALL BE COMBINED INTO ONE TYPICAL SECTION.

(4) REFERENCE SECTION 17 OF THIS MANUAL FOR PROVISION OF AN IMPERVIOUS MEMBRANE UPON COMPLETION
OF THE SPECIFIED BACKFILL PLACEMENT. ALSO, PROVISION OF FILLER MATERIAL OR FILTER FABRIC AT
THE LOCATION OF VERTICAL AND HORIZONTAL JOINTS BETWEEN PANELS SHOULD BE VERIFIED WITH THE
MANUFACTURER.

(6) AS REQUIRED BY DESIGN, A MINIMUM OF 0.7H SHALL BE USED TO SATISFY REINFORCEMENT LENGTH
REQUIREMENTS. 0.8H PLUS 2-0" SHALL BE USED TO SATISFY COMMON STRUCTURE VOLUME REQUIREMENTS.

(7) REFER TO THE NJDOT STANDARD SPECIFICATIONS AND SECTION 17 OF THIS MANUAL FOR PERMISSIBLE
BACKFILL MATERIALS AND REQUIREMENTS FOR THE PLACEMENT OF GEOTEXTILE FILTER FABRIC MATERIAL.
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