
 
TO:  Maude Snyder, Bureau of Legal Services and Stewardship, Green Acres Program 
 
DATE:  December 19, 2018 
 
Hudson County, North Bergen Township 
James Braddock Park (Block 437.02, Lot 1) 
Pre-K School Trailers/Diversion of Green Acres-Encumbered Parkland 
State House Commission (SHC) File #s 0900005 (County), 0908003 (Township) 
Response to “Pre-Application Completeness Review, Part 3” (Received 10/31/2017) 
 
This response to the Green Acres Program staff’s secondary review of the application SHC 
#0900005 and SHC #0908003 has been prepared jointly by Hudson County and North Bergen 
Township. The applicants have been requested to provide additional information as documented 
below. We understand that Green Acres Program staff will review the enclosed response with the 
original pre-application, and identify any remaining information that must be submitted to deem 
the application complete. 
 

I. Description of the Proposed Diversion/Disposal 
 

a. Acreage of the Parkland Proposed for Disposal or Diversion (N.J.A.C. 7:36-
26.9(d)1ii). 
 

i. Pump Station Wet Well and Future Sewer Connection  
 
Utility plans for Temporary Classrooms Units at Braddock Park dated July 
28, 2001 are enclosed as “Appendix 1. Utility Plans.” The plans 
demonstrate the need to “connect new water line to existing inside water 
pit,” and to “connect new temp sewage line to existing holding tank.”  

 
b. If applicable, a copy of the draft lease or use agreement and statement of total 

compensation proposed to be received by the applicant for the lease or use 
agreement (N.J.A.C. 7:36-26.9(d)1vi). 
 

The Township of North Bergen and County of Hudson are in receipt of the 
suggested edits and comments on the draft lease previously submitted to the 
Green Acres Program.  

 
II. Environmental Assessment Report 

 
At the recommendation of Green Acres Program staff, the submission of a 
revised Environmental Assessment Report is being withheld until additional 
proposed replacement properties are deemed eligible for consideration 
under Green Acres Program rules.  
 
 



III. Land Valuation Forms 
 

At the recommendation of Green Acres Program staff, the submission of 
land valuation form(s) for additional replacement property necessary to 
meet the 3:1 Ratio are being withheld until additional proposed replacement 
properties are deemed eligible for consideration under Green Acres 
Program rules.  
 
The Township of North Bergen and County of Hudson have noted 
requirements regarding the submission of appraisals upon Green Acres’ 
approval to proceed to the final application, Part 1. All appraisals submitted 
as part of the final application will be prepared in compliance with Green 
Acres appraisal requirements and will reflect the same date of value for the 
applicable properties previously submitted for the LWCF conversation 
application. The Township of North Bergen and County of Hudson will 
consult with the Green Acres Program staff about the scope of the appraisals 
and choice of appraisers before proceeding further.  

 
a. Block 27 Lot 27, Paterson Plank Road Replacement Property 

 
Pursuant to the Memorandum of Understating between the County of 
Hudson and Township of North Bergen, the Township of North Bergen was 
responsible for negotiating the purchase price and paying for the cost of the 
acquisition. The Township of North Bergen negotiated a price for the 
acquisition that was most advantageous and beneficial to municipal tax 
payers, resulting in the saving of significant public funds. Since the 
purchase of the replacement property, land values in North Bergen, the 
greater Hudson County area, as well as northern New Jersey in general, 
have increased quickly and substantially. In this particular area, a number 
of large multi-unit residential spaces have been constructed to meet housing 
demand. The valuation, as explained by the appraisal document, considers 
recent comparable sales and other market conditions in determining the fair 
market value for the highest and best use of the property.  

 
b. Block 437 Lots 2.01 and 2.02, River Road Replacement Property 

 
This property was the subject of litigation. At that time, the County of 
Hudson and Township of North Bergen were provided with an appraisal 
value of $730,000 that became the compensation for the taking purposes. 
The owner’s expert alleged the property value at $2,700,000. The 
condemnation commissioners valued the property at $1,168,000. The owner 
appealed and the parties settled the litigation for $1,410,000. Thus, the 
County acquired the Property for $1,410,000, not $730,000. A copy of that 
order of settlement has been previously provided to the Green Acres 
Program.  

 



IV. Preliminary Compensation Proposal 
 

Enclosed in “Appendix 2 – September 11 Resolution” is a resolution of the 
Hudson County Board of Chosen Freeholders “authorizing the County of 
Hudson to commence the diversion and conversion of a portion of Braddock 
Park in the Township of North Bergen in compliance with the State of New 
Jersey Green Acres Program and United States National Park Service Land 
and Water Conservation Fund State Assistance Program and entering into a 
Memorandum of Understanding with the Township of North Bergen 
relating thereto.” 
 

a. Minimum Compensation Ratios for Replacement Land 
 

The County of Hudson and Township of North Bergen recognize that the 
New Jersey Department of Environmental Protection has agreed to a 
reduction in the ratio of acreage of compensation to diverted property to 3:1 
and will proceed accordingly to complete the diversion process.  

 
i. Block 437 Lots 2.01 and 2.02, River Road, North Bergen Township 

 
Enclosed in “Appendix 3. Hudson County CFO Letter” is a letter from the 
Chief Financial Officer of the County of Hudson, accompanied by 
supporting documentation, that shows that the funding used to acquire 
Block 437 Lots 2.01 and 2.02 was other than dedicated open space funding 
sources as defined in N.J.A.C. 7:36-26.10(d)ii(4). 
 
Enclosed in “Appendix 4. Memorandum of Understanding” is the 
Memorandum of Agreement between the Township of North Bergen and 
County of Hudson referenced in the Hudson County Board of Chosen 
Freeholders Resolution No. 507-9-2014. 
 
The Bird Sanctuary and the proposed River Road replacement land will be 
maintained in the usual course as is performed for all the parklands and 
recreational open spaces which are under the jurisdiction of the County of 
Hudson and in accordance with state and local rules and regulations for the 
maintenance of Green Acres encumbered property. 
 
The removal of invasive vegetation at the Bird Sanctuary and the River 
Road replacement land has been completed.  
 
Improvements to the Bird Sanctuary have been completed and the site is 
now open to the public. Enclosed in “Appendix 5. Bird Sanctuary 
Improvements” are photos of the completed work, as well as the original 
construction plans. Future maintenance plans of the replacement lands, 
consistent with the Bird Sanctuary, are detailed in “Appendix 6. Parks 
Maintenance Letter.” 



 
Enclosed in “Appendix 7. Stormwater Runoff and Erosion/Sediment 
Control Measures Letter” is a letter from the County Engineer regarding 
future needs for stormwater runoff and./or erosion/sediment control 
measures within the boundaries of the replacement parcel.  
 

ii. Block 27 Lot 27, Paterson Plank Road, North Bergen Township 
 

Enclosed in “Appendix 8. North Bergen CFO Letter” is a letter from the 
Chief Financial Officer of the Township of North Bergen, accompanied by 
supporting documentation, that shows that the funding used to acquire 
Block 27 Lot 27 was other than dedicated open space funding sources as 
defined in N.J.A.C. 7:36-26.10(d)ii(4). 
 

iii. Additional Replacement Properties 
 

Additional replacement parcels necessary to meet the required 3:1 ratio will 
meet all criteria and documentation requirements for replacement land as 
specified in Attachment III of the Major diversion pre-application form and 
found at N.J.A.C. 7:36-26.10.  
 

b. Minimum Compensation for Loss of any Recreation or Conservation Facilities 
 

The minimum compensation for loss of any recreation or conservation 
facilities will be addressed upon the determination of replacement lands. 
 

c. Preliminary Assessment Report 
 

A Preliminary Assessment Report will be submitted to the Green Acres 
Program for any additional replacement property necessary to meet the 3:1 
ratio of replacement land to diverted property.  

 
V. Copy of Deeds for Diverted and Proposed Replacement Properties 

 
a. Block 437.02 Lot 1, James Braddock Park 

 
It is unclear why the deed for James Braddock Park dated 1976, which 
consolidated all the original deeds, has the acreage at 163 acres while the 
New Jersey tax data list the park acreage at 174 acres. The Hudson County 
Division of Planning affirms that the size of the park is 174 acres (which 
includes the park proper and the bird sanctuary). The County of Hudson has 
tasked an independent title company with investigating this discrepancy, 
however, it may not be possible to determine definitively where the error 
lies due to the age of the document in question. In any event, considering 
the size of Braddock Park and the size of the parcel to be diverted, the 
impact on the park at large remains substantially the same, regardless of 



whether the deed is accurate in its tabulation of 163 acres or the New Jersey 
tax data is accurate in its tabulation of 174 acres.   

 
b. Block 27 Lot 27, Paterson Plank Road 

 
Enclosed in “Appendix 9. Paterson Plank Road Deed” is a reproduced 
version of the recorded deed for the proposed Paterson Plank Road 
replacement property, which includes survey information and other 
documentation that may have been illegible in previous submissions. 

 
VI. Maps 

 
a. Location/Tax Maps 

 
Required maps are being withheld until additional proposed replacement 
properties are deemed eligible for consideration under Green Acres 
Program rules. Enclosed in “Appendix 10. Location – Tax Maps.” 

 
b. Aerial Site Maps 

 
Required maps are being withheld until additional proposed replacement 
properties are deemed eligible for consideration under Green Acres 
Program rules. Enclosed in “Appendix 11. Aerial Site Maps.” 
 

c. Reference Maps 
 

Required maps are being withheld until additional proposed replacement 
properties are deemed eligible for consideration under Green Acres 
Program rules. Enclosed in “Appendix 12. Reference Maps.” 
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APPENDIX 5. 
BIRD SANCTUARY 
IMPROVEMENTS 



Appendix 5. Bird Sanctuary Improvements  

 
 

Image 1. View of Hudson River and New York City from Bird Sanctuary overlook.  
 
 
 
 
 
 

 
 

Image 2. Staircase leading from Bird Sanctuary.  



Appendix 5. Bird Sanctuary Improvements  

 
 

Image 3. Garden and Seating Area of +/- 1,500 square feet near the Bird Sanctuary. 
 
 
 
 
 
 

 
 

Image 4. View of staircase from garden and seating area.  
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GENERAL NOTES:

1.      THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE FACT THAT DUE TO THE NATURE OF

THIS PROJECT, THE EXACT EXTENT OF REHABILITATION WORK CAN NOT ALWAYS BE ACCURATELY

DETERMINED PRIOR TO THE COMMENCEMENT OF CONSTRUCTION WORK.  THESE CONTRACT

DOCUMENTS HAVE BEEN PREPARED BASED ON A FIELD INSPECTION OF THE SITE AND OTHER

INFORMATION AVAILABLE AT THE TIME.  ACTUAL FIELD CONDITIONS MAY REQUIRE MODIFICATION TO

CONSTRUCTION ACCORDANCE WITH THE CONTRACT DOCUMENTS AND DIRECTED BY THE ENGINEER.

2.    THE CONTRACTOR SHALL PERFORM ALL WORK WITH CARE SO THAT ANY MATERIALS WHICH

ARE TO REMAIN IN PLACE, OR WORK WITH ARE TO REMAIN THE PROPERTY  OF THE COUNTY WILL NOT

BE DAMAGED.  IF THE CONTRACTOR DAMAGES ANY MATERIALS WHICH ARE TO REMAIN IN PLACE, OR

WHICH ARE TO REMAIN THE PROPERTY OF HUDSON COUNTY, THE DAMAGED MATERIALS SHALL BE

REPLACED IN A MANNER SATISFACTORY TO THE HUDSON COUNTY AND AT NO EXTRA COST TO THE

COUNTY.

3.     THE CONTRACTOR SHALL TAKE STEPS NOT TO LEAVE DEBRIS, MATERIALS, TOOLS, ETC.,

UNPROTECTED AT THE AT THE END OF EACH WORKING DAY AT THE PARK WHEN LEAVING THE WORK

AREA ON A DAILY BASIS.  IF THE COUNTY ENGINEER DETERMINES THAT THE ADEQUATE PROTECTIVE

DEVICES ARE NOT PROVIDED, THE WORK SHALL BE SUSPENDED UNTIL THE PROTECTION IS COMPLIED

WITH.

4.     THE CONTRACTOR SHALL PERFORM A FIELD SURVEY TO ESTABLISH BASE LINES AND

CONTROL POINTS AND VERIFY ALL EXISTING DIMENSIONS AFFECTING FABRICATION AND

CONSTRUCTION.  THIS FIELD SURVEY IS TO BE SUBMITTED TO THE ENGINEER FOR REVIEW BEFORE

WORKING DRAWINGS ARE STARTED.  WORKING DRAWINGS SHALL SHOW BOTH DESIGN AND FIELD

DIMENSIONS.

5.     THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING THE RESPECTIVE UTILITY

COMPANIES FOR GAS, SEWER, TELEPHONE AND CABLE TELEVISION LOCATIONS.  LOCATIONS OF

UTILITIES AS SHOWN ON THESE PLANS ARE PLOTTED FROM AVAILABLE DATA ON FILE AND ARE NOT

GUARANTEED AS TO EXACTNESS.  THE CONTRACTOR IS TO CONTACT UTILITY COMPANIES 72 HOURS

PRIOR TO CONSTRUCTION TO DETERMINE EXACT LOCATION AND DEPTH AL ALL CROSSINGS IN

ACCORDANCE WITH THE REQUIREMENTS OF THE CONTRACT DOCUMENTS.  THE CONTRACTOR SHALL

USE THE UTILITY LOCATIONS SHOWN AS AN AID IN DETERMINING EXACT LOCATIONS AND IS SOLELY

RESPONSIBLE FOR THE PROTECTION OF ALL UTILITIES DURING CONSTRUCTION.

6.     THE CONTRACTOR SHALL  CONTACT ONE CALL SYSTEM AT (800) 272-1000 AT LEAST TWO

WEEKS PRIOR TO THE START OF CONSTRUCTION. ALL EXISTING UTILITIES SHALL BE MARKED OUT BY

THE RESPECTIVE UTILITY COMPANIES PRIOR TO THE START OF WORK.

7.     THE SHOP DRAWINGS FOR ANY DESIGN OR DETAILING PROPOSED BY THE CONTRACTOR,

INCLUDING TEMPORARY STRUCTURES SHALL BE PREPARED UNDER SUPERVISION OF A PROFESSIONAL

ENGINEER, LICENSED IN THE STATE OF NEW JERSEY.

8.     SHOP, WORKING AND ERECTION DRAWINGS SHALL BE APPROVED BY ENGINEER PRIOR TO

COMMENCING ANY FABRICATION, ORDERING ANY MATERIALS OR PERFORMING ANY WORK.

9.    THE CONTRACTOR SHALL PREPARE  SHOP DRAWING,  AND SUBMIT THEM TO THE ENGINEER

FOR APPROVAL AT LEAST ONE MONTH PRIOR TO FABRICATION.

10.    THE CONTRACTOR SHALL KEEP ALL PORTIONS OF THE VARIOUS STRUCTURES ACCESSIBLE

FOR INSPECTION BY THE ENGINEER AT ALL TIMES.

11.    NO MATERIAL SHALL BE PLACED OR ANY DISTURBANCE PERMITTED BEYOND THE PROJECT

PROPERTY LINE OR RIGHT OF WAY WITHOUT THE WRITTEN PERMISSION OF THE PROPERTY OWNER

DIRECTLY INVOLVED AND THE HUDSON COUNTY ENGINEER.

12.    EXISTING UTILITY FACILITIES THAT MAY HAVE TO BE RELOCATED ARE TO MOVED BY THE

RESPECTIVE UTILITY COMPANY AT NOT COST TO THE COUNTY.  THE CONTRACTOR IS RESPONSIBLE

FOR SCHEDULING THE RELOCATIONS AND SHALL NOT CLAIM ANY DELAYS TO THIS SCHEDULE.

13.    THE CONTRACTOR SHALL NOTE THAT THE COUNTY RESERVES THE RIGHT TO EXCLUDE ANY

PART OR ALL OF THE WORK IN THIS CONTRACT.

14.    THE CONTRACTOR SHALL PROTECT ALL EXISTING STRUCTURES, WALLS, TREES, FENCES,

BUILDING AND UTILITIES, SIDEWALKS RIGHT OF WAYS.

15.    THE CONTRACTOR SHALL TAKE ALL NECESSARY STEPS TO ENSURE SAFETY THROUGHOUT

THE CONSTRUCTION SITE.  THE CONTRACTOR IS RESPONSIBLE FOR ALL SAFETY PRECAUTIONS,

DEVICES AND MEASURES. INSTALLATION OF TEMPORARY TEN FEET HIGH CHAIN LINK FENCE AS

REQUIRED OR AS DIRECTED BY THE ENGINEER  SHALL BE PART OF THE CONTRACT.

16.    THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION WITH THE HUDSON COUNTY

SHERIFF'S OFFICE FOR THE TRAFFIC OPERATIONS AND PARKING PROHIBITIONS DURING

CONSTRUCTION.  ACCESS TO THE PARK SHALL BE PERMITTED AT ALL TIMES BY PEDESTRIANS AND

VEHICLE.

17.    POLICE TRAFFIC DIRECTORS SHALL BE EMPLOYED BY THE CONTRACTOR FOR THE

PROTECTION OF ANY PEDESTRIANS, VEHICLES AND/OR EQUIPMENT ENTERING, LEAVING OR CROSSING

ACTIVE TRAFFIC LANES OR PEDESTRIAN PATHS, OR AS MAY BE REQUIRED FOR THE ROUTING OF ANY

TRAFFIC AROUND OR THROUGH THE CONSTRUCTION. NO EXTRA PAYMENT WILL BE MADE FOR THIS

ITEM.

18.    CONTRACTOR IS REQUIRED TO ENSURE THE SAFE, ORDERLY, AND EXPEDITIOUS FLOW OF

TRAFFIC AT ALL TIMES.  THE USE OF FLAG MEN, POLICE DIRECTORS, SIGNING, BARRICADES, CONES,

FLASHING LIGHTS, BARRELS. ETC. SHALL BE USE AS NEEDED IN ACCORDANCE WITH THE LATEST

EDITION OF M.U.T.D. OR IN THE OPINION OF THE ENGINEER, TO PROTECT THE PUBLIC DURING THAT

PHASE OF THIS OPERATIONS.

19.    ALL NECESSARY REGULATORY AND WARNING SIGNS SHALL BE IN ACCORDANCE CHAPTER 6

OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES FOR  STREET AND HIGHWAYS, CURRENT

EDITION, AND STANDARD HIGHWAY SIGNS (2009 EDITION) AND SHALL BE SUPPLIED AND INSTALLED BY

THE CONTRACTOR AS DIRECTED BY THE ENGINEER.  WHEN SUCH SIGNS ARE NO LONGER REQUIRED,

THE CONTRACTOR SHALL IMMEDIATELY AND CAREFULLY REMOVE AND STORE  THEM  ON THE

PROJECT SITE AT LOCATIONS APPROVED BY THE ENGINEER UNTIL THEY ARE REUSED ON THE

PROJECT OR REMOVED BY THE CONTRACTOR.

20. THE CONTRACTOR SHALL PROCURE AND PAY FOR ALL NECESSARY PERMITS AND LICENSES

WHILE THE HUDSON COUNTY ENGINEER SHALL EXECUTE COMPLETE FORMS  IN CARRYING  OUT HIS

FULL ACCORDANCE WITH REQUIREMENTS OF ALL REGULATIONS AND AUTHORITIES HAVING

JURISDICTION. THIS SHALL BE AT NO ADDITIONAL EXPENSE TO THE COUNTY.  NO WORK SHALL START

UNTIL THE CONTRACTOR SUCCESSFULLY PROCURES THE SOIL EROSION & SEDIMENT  CONTROL

PERMIT.  THE CONTRACTOR IS COMPLETELY RESPONSIBLE FOR OBTAINING ALL NECESSARY PERMIT

AND TO ABIDE BY ITS CONDITIONS.  ANY PENALTY FOR NON- COMPLIANCE IS THE CONTRACTORS

RESPONSIBILITY AND SHALL BE DEDUCTED FROM ANY PAYMENTS DUE TO CONTRACTOR.

21.    THE CONTRACTOR SHALL COMPLY WITH FEDERAL, STATE, AND LOCAL LAWS AND CODES,

REGULATIONS, ORDINANCES, RULES, AND REGULATIONS OF HEALTH, PUBLIC OR OTHER AUTHORITIES

CONTROLLING THE METHODS, MATERIAL TO BE USED, OR THE ACTIONS OF THOSE EMPLOYED IN WORK

OF THIS KIND.  ALL WORK, LABOR OR MATERIAL NECESSARY TO COMPLY WITH THESE LAWS, CODES,

ORDINANCES, RULES OR REGULATIONS SHALL BE PERFORMED AND FURNISHED BY THE CONTRACTOR.

22.    ALL PRIVATE  PROPERTY THAT MAY DISTURBED OR DAMAGED BY ANY  CONSTRUCTION

ACTIVITY SHALL BE RELOCATED, RESTORED, REPAIRED, AND /OR REPLACED BY THE CONTRACTOR AT

NO COST TO EITHER THE COUNTY.  THERE  WILL BE NO SEPARATE PAYMENT FOR THIS WORK OR

MATERIALS, THE COST OF WHICH IS TO BE INCLUDED IN THE VARIOUS LINE ITEMS WITHIN THE

PROPOSAL.

23.    THE CONTRACTOR SHALL NOT REMOVE ANY MATERIALS FROM THE SITE FOR DISPOSAL

WITHOUT THE PERMISSION OF THE  COUNTY.  EXCESS MATERIALS MAY BE USED FOR EMBANKMENT OR

SUBBASE ONLY ON AN IF AND WHERE DIRECTED BASIS AND AT NO ADDITIONAL COST TO THE COUNTY.

24.    ONCE THE CONTRACTOR HAS COMMENCED CONSTRUCTION, THE WORK SHALL CONTINUE

ON A DAILY BASIS WITHOUT INTERRUPTION UNTIL ALL WORK HAS BEEN COMPLETED.

25.    THE CONTRACTOR SHALL PROTECT ALL BENCH MARKS AND MONUMENTS FROM DAMAGE

AND SHALL ESTABLISH OFFSET POINTS AS REQUIRED FOR THIS WORK.

26.    ANY DAMAGE TO UTILITIES SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR.  ALL

COSTS FOR REPAIRS SHALL BE BORNE BY THE CONTRACTOR.

27.    CONTRACTOR SHALL ESTABLISH GRADES PRIOR TO INSTALLATION OF NEW PAVERS BLOCK,

CURBS, RETAINING WALL, STAIRS,  ETC.  CONTRACTOR SHALL REGRADE AREA AS SHOWN ON THE

DRAWINGS AS PART OF REGRADING BID ITEM. CONTRACTOR SHALL SUBMIT PLAN WITH PROFILES AND

NEW GRADING TO THE ENGINEER FOR APPROVAL.

28.    THE CONTRACTOR SHALL TAKE ALL NECESSARY MEASURES TO MAINTAIN DUST CONTROL AS

DEFINED AND/OR AS DIRECTED BY THE ENGINEER.  ALL ADJACENT AREAS SHALL BE CLEANED AND

MAINTAINED AS DIRECTED BY THE ENGINEER.

29.    THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE DISPOSAL OF THE EXCESS MATERIALS

EXCAVATED OF WHATEVER NATURE OR LEVEL OF CONTAMINATION AT HIS OWN EXPENSE. THE

COUNTY IS NOT OBLIGATED TO SUPPLY A DISPOSAL SITE.  THE CONTRACTOR MUST NOT DEPOSIT

MATERIALS IN THE COUNTY PROPERTY LIMITS WITHOUT PERMISSION OF THE COUNTY ENGINEER.

30.    IN THE EVENT A SITUATION ARISES IN WHICH MATERIAL NOT SPECIFIED ON THE PLANS ARE

TO BE USED FOR EXTRA WORK, THE MATERIAL SHALL CONFORM TO THE STANDARD SPECIFICATIONS,

OR THE SUPPLEMENTARY SPECIFICATIONS, WHICHEVER GOVERNS.

31.    THE CONTRACTOR IS RESPONSIBLE TO LOCATE UTILITY LINES PRIOR TO PERFORMING ANY

EXCAVATION ON THE PROJECT AND SHALL REPAIR AND/OR REPLACE ANY ITEMS DAMAGED BY HIM OR

HER DURING CONSTRUCTION.

32.    BEFORE HIRING ANY POLICE TRAFFIC DIRECTORS, THE CONTRACTOR SHALL FILL OUT

POLICE TRAFFIC DIRECTOR'S AUTHORIZATION FORMS FOR APPROVAL BY THE COUNTY ENGINEER.

33.    CONTRACTOR SHALL ESTABLISH GRADE ON ALL NEW CURBING OR RETAINING WALLPRIOR

TO INSTALLATION.  CONTRACTOR SHALL SUBMIT PROFILES TO THE ENGINEER FOR APPROVAL.

GRADING PLANS SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL.

38.              CONTRACTOR SHALL VERIFY  ALL DIMENSIONS, EXISTING CONSTRUCTION AND CONDITIONS

IN THE FIELD BEFORE COMMENCING WORK.

39.   SUBSURFACE DEWATERING, IF REQUIRED, SHALL BE PERFORMED UNDER  A LICENSED ENGINEER.

40.             GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING GIVEN GRADES AND SPOT ELEVATIONS

BEFORE CONSTRUCTION COMMENCES.

41.    ALL TREES AND STUMPS WITHIN THE CONSTRUCTION AREA TO BE COMPLETELY REMOVED.

42.    ALL LANDSCAPING TO BE AS INDICATED ON THE DRAWING AND SPECIFICATION.

43.    THE COST FOR THE EARTHWORK INCLUDING IMPORTED CLEAN FILL SHALL BE INCLUDED IN

                  THE VARIOUS BID ITEMS IN THE CONTRACT.

      GENERAL NOTES &

         BID QUANTITIES

BASE BID

ITEM

NUMBER

DESCRIPTION UNIT QUANTITY UNIT PRICE AMOUNT

1

CLEARING SITE, REMOVALS, EXCAVATION, REMOVE ANY

DEAD VISIBLE TREES & REGRADINGAS PER DRAWING.

L.S. L.S.

2

MODULAR BLOCK RETAINING WALL VARIABLE  HEIGHT

AS NEEDED.

S.F. 570

3 CONCRETE CURB 9"X24" . L.F. 135

4

INSTALLATION OF PAVERS WITH 5" THICK, DENSE

GRADE AGGREGATE AND 1 

1

2

" SAND SETTING BED.

UNIT 11

6
CONCRETE STAIRS AS INDICATED ON THE DRAWING.

L.S. L.S.

7

6'(W) X4'(H) DOUBLE SWING ORNAMENTAL GATES.

UNIT 2

8

4' HIGH ORNAMENTAL FENCE.

L.F.

9

BACKLESS BENCH SIX FEET (L) MODEL 282 BY DUMOR SITE

FURNISHING OR APPROVED EQUAL.

UNIT 15

10

11

12

13

14

SOIL EROSION AND SEDIMENT CONTROL PLAN.

L.S. L.S.
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8

     IMPROVEMENTS TO THE BIRD SANCTUARY

               IN JAMES J. BRADDOCK PARK

   TOWNSHIP OF NORTH BERGEN, NEW JERSEY

LITTER CONTAINER TIMBER RENAISSANCE COLOMBIA

CASCADE OR APPROVED EQUAL

UNIT
2

REPOINT, WASH AND CLEAN EXISTING FRONT STONE

WALLS, STAIR STONE WALLS AND STAIRS AS NEEDED.

L.S. L.S.

CONCRETE CURB 9"X24" (FLUSH CURB).

L.F. 170

S.Y. 350

1 

1

2

" DIAM. STEEL STAIRS RAILING.

60

STUMPS REMOVAL AND GRINDING.

L.S. L.S.

15

CLEANING, SANDING AND PAINT EXISTING

ORNAMENTAL FENCE.

5

7'(W) X6'(H) DOUBLE SWING ORNAMENTAL GATES.

UNIT 2

16

460
L.F.

C.Y.
SOIL AGGREGATE COURSE, VARIABLE THICKNESS.

300

18 L.S.LANDSCAPING. L.S.

19
L.S.

REPAIR AND OR PACHING STAIR LANDING.
L.S.

20 UNITTREE REMOVAL, 12" TO 24" DIA.
8

21 S.F.
REMOVE PLASTER AND APPLY TWO COATS OF SEAL.

365

22 L.F.CHAIN LINK FENCE 6'-0" HIGH BLACK VINYL COATED. 12

23 S.F.
CONCRETE PAD 6'X6' CLASS "B" REINFORCED.

36

17

24 UNIT
SING 12"X18".

1
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GENERAL NOTES

1. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UTILITIES. CONTRACTOR SHALL BE

RESPONSIBLE FOR HAVING ALL UTILITIES MARKED OUT. (1-800-272-1000)

2. ALL WORK SHALL COMPLY WITH ALL APPLICABLE CODES AND REGULATIONS COVERING THE

WORK.

3. LAYOUT OF WORK SHALL BE ADJUSTED IN THE FIELD TO MEET EXISTING SITE CONDITIONS AS

APPROVED BY THE PROJECT ENGINEER.  ADJUSTMENT OF WORK SHALL BE DONE AT NO

ADDITIONAL COST TO HUDSON COUNTY.

4. PROTECTION OF EXISTING, TREES, WALKS, AND OTHER SITE IMPROVEMENTS TO REMAIN SHALL

BE THE CONTRACTOR'S RESPONSIBILITY.  ANY DAMAGE CAUSED BY THE CONTRACTOR SHALL BE

REPAIRED TO THE SATISFACTION OF THE COUNTY AND THE ENGINEER AT NO ADDITIONAL

EXPENSE TO THE COUNTY.

5. CONTRACTOR IS RESPONSIBLE FOR KEEPING TWO SETS OF PROJECT DRAWINGS ON-SITE AT ALL

TIMES, ONE SET IS TO BE MAINTAINED IN ITS ORIGINAL CONDITION THE SECOND SET IS TO BE

USED AS FIELD COPY PROJECT RECORD DRAWING.  ALL UNFORESEEN CONDITION, DEVIATIONS

FROM ORIGINAL DESIGN, ETC, ARE TO BE CLEARLY AND NEATLY DRAWN.

6.  CONTRACTOR IS RESPONSIBLE FOR NOTIFYING REVIEW AND  PERMITTING AGENCIES AND

      COORDINATING INSPECTIONS.

7.  ON-SITE STOCK PILING   OF CONSTRUCTION DEBRIS,  EXCESS EXCAVATION SPOILS IS NOT

      PERMITTED MATERIALS MUST BE DISPOSED OF OFF OWNER'S PROPERTY IN A TIMELY AND

      LEGAL MANNER.

8. CONTRACTOR IS RESPONSIBLE FOR VERIFYING EXISTING AND PROPOSED GRADES PRIOR TO THE

INSTALLATION OF NEW WORK.  ANY DISCREPANCIES FOUND AFTER WORK HAS COMMENCED OR

BEEN INSTALLED SHALL BE CORRECTED AT NO ADDITIONAL EXPENSE TO THE COUNTY.

10.FINISHING GRADING OR PAVER SURFACE TO GENERALLY FOLLOW EXISTING GRADE

    AND NOT EXCCED 3.5% SLOPE.

167.00 +/-

168.00 +/-

168.00 +/-

166

167

168

169

170

SEED DISTURBED AREAS

WITH WILD FLOWER

SEED MIX
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SITE PLAN

SCALE: 1"=40'-0"
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NEW 6'(W) X 4'(H)

ORNAMENTAL

GATE

9"x18"-9"X24"

FLUSH

CONCRETE

CURB SEE

DETAIL
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5

NEW 7'(W) X 6'(H)

ORNAMENTAL

GATE

CONTRACTOR NEED TO REGRADE

THIS AREA AS REQUIRED AND AS

DIRECTED BY THE ENGINEER,

PAYMENT SHALL BE INCLUDED

UNDER ITEM #1, NOT SEPARATED

PAYMENT WILL BE MADE

EXISTING STONE

WALL/STAIR TO

BE REPOINTED AS

REQUIRED, PATCH

EXISTING LANDING

AS NEEDED AND

CLEAN, SAND AND

PAINT EXISTING

STEEL HANDRAIL

AS NEEDED.
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                NEW ORNAMENTAL FENCE 4'-0" (H)

                 EXISTING CONTOUR LINE

                 EXISTING TREE TO REMAIN

                 NEW PAVERS

                NEW 6'-0" BENCH

                 NEW 6'(W) X4'( H)  OR 7'(W) X6'(H)

                 ORNAMENTAL GATE

                NEW MODULAR BLOCK RETAINING

                WALL VARIABLE HIGHT AS REQUIRED

                NEW 9"X24" CONCRETE CURBS

                LITTER CONTAINER

                 EXISTING SPOT ELEVATION
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REMOVE 365 S.F. OF PLASTER FROM

THE EXISTING WALL AND APPLY TWO

COATS OF "SIKA TOP SEAL 107 AS PER

MANUFACTURER SPECIFICATION.

PICTURE - DETAIL

SCALE: N.T.S.
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SEED DISTURBED AREAS

WITH WILD FLOWER

SEED MIX

PERENNIAL VALUE MIX

            PEVM099-V

% SPECIES

14.52  WALLFLOWER, SIBERIAN.

  9.65  COREOPSIS, LANCE LEAVED.

  9.65  CONFLOWER, PURPLE.

  9,65  GAILLARDIA, PERENNIAL.

  9.65  FLAX, BLUE.

  9,65  LUPINIA, PERNNIAL.

  9.65  LUPINE, RUSSELL.

  4.83  DAISY, SHASTA.

  4.83  PINKS, SWEET WILLIAM.

  4.83  GAYFEATHER.

  2.41  COLUMBINE, DWARF.

  2.41  MALTESE, CROSS.

  2.41  EVENING PRIMROSE, DWARF.

  2.41  VERBENA, MOSS.

  1.21 BLACK-EYED SUSAN.

  0.82  CONEFLOWER, PRAIRIE.

  0.82  CONEFLOWER, DWARF RED.

  060   CONEFLOWER, GREYHEADED.

            70+10%  GERMINATION,       09/09

            98.82%    PURE SEED

              0.00%    CROP SEED

              1.17%    INERT MATTER

              0.01%    WEED SEED
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LEGEND:

                 EXISTING CONTOUR LINE

                 EXISTING TREE TO REMAIN

SILT FENCE

LIMIT OF DISTURBANCE

LIMIT OF DISTURBANCE

SILT FENCE

LIMIT OF DISTURBANCE

SILT FENCE

LIMIT OF DISTURBANCE

SILT FENCE

LIMIT OF DISTURBANCE

SILT FENCE

CONSTRUCTION

   ENTRANCE

CONSTRUCTION

   ENTRANCE

TOTAL AREA

+2,200.00 SQ. FT.

TOTAL AREA

+2075 SQ. FT.

SOIL EROSION AND SEDIMENT CONTROL NOTES
(To be included on the signed erosion control plan sheet)

1.  All soil erosion and sediment control practices on this plan will be constructed in accordance with the  Jersey
Standards for Soil Erosion and Sediment  7th Edition last revised January 2014.  These measures will be installed
prior to any major soil disturbance or in their proper sequence and maintained until permanent protection is established.

2.  All soil to be exposed or stockpiled for a period of  greater than 14 days, and not under active construction, will be
temporarily seeded and hay mulched or otherwise provided with vegetative cover.  This temporary cover shall be maintained
until such time whereby permanent restabilization is established.

3.  Seeding Dates:  The following seeding dates are recommended to best establish permanent vegetative cover within most
locations in the HEPSCD:    Spring -  3/1-5/15    and   Fall - 8/15 - 10/1

4. Sediment fences are to be properly trenched and maintained until permanent vegetative cover is established

5.  All storm drainage inlets shall be protected by one of  the practices accepted in the Standards, and protection shall remain
until permanent stabilization has been established.  Storm drainage outlet points shall be protected as required before they
become functional.

6.  Mulch materials shall be un-rotted small grain straw applied at the rate of   70 to 90 pounds per 1,000 square feet and
anchored with a mulch anchoring tool, liquid mulch binders, or netting tie down. Other suitable materials may be used if
approved by the Soil Conservation District.

7.  All erosion control devices shall be periodically inspected, maintained and corrected by the contractor.  Any damage
incurred by erosion shall be rectified immediately.

8. The Hudson-Essex-Passaic Soil Conservation District will be notified in writing at least 48 hours prior to any soil
disturbing activities. Fax - (862) 333-4507    OR  email - INFORMATION@HEPSCD.ORG

9. The applicant must obtain a District issued Report-of-Compliance prior to applying for the  Certificate of
Occupancy or Temporary Certificate of Occupancy from the respective municipality, NJ - DCA or any other controlling
agency.  Contact the District at 862-333-4505 to request a Final Inspection, giving advanced notice upon completion of  the
restabilization measures.  A performance deposit may be posted with the District when winter weather or snow cover prohibits
the proper application of seed, mulch, fertilizer or hydro-seed.

10.  Paved roadways must be kept clean at all times.  Do not utilize a fire or garden hose to clean roads unless the runoff  is
directed to a properly designed and functioning sediment basin.  Water pumped out of  the excavated areas contains sediments
that must be removed prior to discharging to receiving bodies of  water using removable pumping stations, sump pits, portable
sedimentation tanks and/or silt control bags.

11.  All surfaces having lawn or landscaping as final cover are to be provided topsoil prior to re-seeding, sodding or planting.
A depth of 5 inches (unsettled) is recommended.

12.  All plan revisions must be submitted to the District for proper review and approval.

13.  A crushed stone wheel cleaning tracking-pad is to be installed at all site exits using 2   angular stone (ASTM
2 or 3) to a minimum length of  50 feet and minimum depth of    All driveways must be provided with crushed stone until
paving is complete.

14.  Steep slopes incurring disturbance may require additional stabilization measures. These  measures shall be
designed by the applicant's engineer and be approved by the Soil Conservation District.

15.  The Hudson-Essex-Passaic Soil Conservation District shall be notified, in writing, for the sale of any portion of
the project or for the sale of individual lots.  New owners' information shall be provided.  Additional measures deemed
necessary by District officials shall be implemented as conditions warrant.
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         IMPROVEMENTS TO THE BIRD SANCTUARY

                  IN JAMES J. BRADDOCK PARK

     TOWNSHIP OF NORTH BERGEN, NEW JERSEY

ORNAMENTAL FENCE DETAIL

1

SCALE : N.T.S.

NEW ORNAMENTAL

FENCE BY MAZA & MAZA

WELDING, 28 MULOCK PLACE

EAST NEWARK, NJ O7029 OR

APPROVED EQUAL, FOUR

FEET HIGH SUBMIT SHOP

DRAWING AND SAMPLE FOR

APPROVAL BY THE

ENGINEER

POSTS 2 

1

2

" X 2 

1

2

" X 

3

16

" SQ.

(TYP.) BLACK COLOR

MAX. 6'-0"

NEW 4'-0" (H) ORNAMENTAL PICKET

FENCE, SUBMIT SAMPLE AND SHOP

DWGS. TO BE APPROVED BY THE

ENGINEER SEE SPECIFICATIONS.

BY MAZA & MAZA WELDING, 28 MULOCK

PLACE EAST NEWARK, NJ 07029 OR

APPROVED EQUAL.

POSTS 2 

1

2

" X 2 

1

2

" X 

3

16

" SQ.

(TYP.)

FLAT TO CAP

WELDED

(TYP.)

2
"

REINFORCED CONCRETE RETAINING WALL

2" X 1" X 

3

16

"

STEEL TUBE

2" X 2" X 

3

16

"

SOLID STEEL

3

4

" SQUARE (TYP.)

3

M
A

X
.

SCALE : N.T.S.

8
"

7
"

FLAT TO CAP

WELDED

(TYP.)

NOT SCALE

CONCRETE FLUSH CURB DETAIL

EXISTING GRADE

TO BE RE GRADED

AND COMPACTED

AS REQUIRED

4
'
-
0
"

2
4
"

CONCRETE

CLASS "B"

10

8

TOP OF CONCRETE

CURB

8

8"

9"

NEW GRASS AS

REQUIRED

8

FILE & DWG. NO. 3227

5

BACKLESS BENCH DETAILS  

LITTER CONTAINER DETAILS  

2'-1 5/8" DIA.

1"

N.J. LIC. NO. 33464

THOMAS MALAVASI, P.E., P.P., C.M.E., C.P.W.M.

DIVISION OF ENGINEERING

BERGEN SQUARE CENTER

830 BERGEN AVE. FL. #6B

JERSEY CITY, N.J. 07306

MODULAR BLOCK RETAINING WALL DETAIL

2

SCALE : N.T.S.

5.   CONTRACTOR  SHALL SUBMIT  TRAFFIC CONTROL PLANS  BEFORE

      START OF WORK WICH SHALL BE APPROVED BY THE COUNTY

      ENGINEER, NO ADDITIONAL PAYMENT WIIL BE MADE FOR PROTECTION

      OF TRAFFIC, EXTRA COST SHALL BE INCLUDED IN OTHER ITEMS IN

      THE BID. THE ADDRESS  AND PHONE OF REPRESENTATIVE OF  H. C.

      SHERIFF  FOR SERVICES IS : OFFICE OF SHERIFF, SGT. RICHARD

      KROMITZ, 549 DUNCAN AVENUE, JERSEY CITY, NJ 07306;(201)9151300.

 8. DISTURBED AREAS SHALL BE MAINTAINED IN A ROUGH GRADED

      CONDITION AND TEMPORARILY SEEDED AND MULCHED UNTIL PROPER

      WEATHER CONDITIONS EXIST FOR THE ESTABLISHMENT

      OF PERMANENT VEGETATIVE COVER.

      SEEDING DATES:

      SPRING ( MARCH 15 - MAY 30)

      FALL      ( AUGUST 15 - OCTOBER 15)

7.   THE CONTRACTOR SHALL CHECK THE DIMENSION PRIOR TO

      CONSTRUCTION. IN EVENT OF AN ERROR OR DISCREPANCY ON THE

      PLAN THE CONTRACTOR SHALL PROMPTLY NOTIFY  THE ENGINEER.

6.   THE CONTRACTOR IS ADVISED THAT MAY ENCOUNTER BEDROCK AND

      UTILITIES  WHEN EXCAVATING FOR THE INSTALLATION OF SUCH ITEMS

      AS CURB OR RETAINING WALL.  ANY DAMAGE TO UTILITIES SHALL BE

      SOLE  RESPONSABILITY OF THE CONTRACTOR AND ALL COST FOR

      REPAIRS  SHALL BE BORNE BY THE CONTRACTOR.  CONTRACTOR

      SHALL CALL FOR MARKDOWN 1800-272-1000.

4.   CONTRACTOR SHALL CHECK UNIFORMITY OF CURB ELEVATION AND

      PROFILE USING STRING LINE OR OTHER APPROVED METHOD AS

      REQUIRED TO MAKE ADJUSTMENTS IN WALKWAY GRADE TO ELI-

      MINATE IRREGULARITIES. FINISHED WALKWAY SHALL HAVE

      UNIFORM SLOPE OF 1/4" FOR ONE (1) FOOT.

2.   PROVIDE PRE FORMED BITUMINOUS FIBER EXPANSION JOINT

      MATERIAL 1/2" THICK, AS SHOWN IN DETAIL.

3.   PROVIDE BARS AS SHOWN ON DETAILS FOR NEW

      REINFORCED RETAINING CONCRETE WALL.

1.   CURBS AND REINFORCED RETAINING WALL CONCRETE TO BE N.J.D.O.T.

      CLASS "B".

NOTES:

MODULAR BLOCK RETAINING WALL DETAIL

4

NEW CONCRETE

PAVERS

WALKWAY

SEE DETAIL

CONSTRUCT

NEW CURB

AS REQUIRED

SEE DETAILS

8

8

NOT TO SCALE

2
4
"

8

CONCRETE CURB/PAVER DETAIL

NOT TO SCALE

8"
1"

CONCRETE

CLASS "B"

9"

1.  ALL CONCRETE SHALL BE N.J.D.O.T. CLASS "B".

2.  PROVIDE PREFORMED BITUMINOUS FIBER EXPANSION

     JOINTS, 1/2" THICK AT 10'-0" (MAXIMUM) INTERVALS.

NOTES:
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-
0
"

NOTE:

ALL ORNAMENTAL FENCE PIECES

WILL BE PUNCHED AND WELDED.

1
2

"
 
M

I
N

.

ELEVATION ON CONCRETE CURB OR 

CONCRETE

CURB 9"X24"

SEE DETAIL

NEW CONCRETE

PAVERS

WALKWAY

SEE DETAIL

NEW ORNAMENTAL

FENCE HIGH 4'-0"

SEE DETAIL

10

8

9

SECTION DETAIL C-C

NOT TO SCALE

CONCRETE

CLASS "B"

9"

7"1"

6
"

2
4
"

CONCRETE

CLASS "B"

6
"

9"

6
"

CONCRETE

CLASS "B"

6
"

9"

6

7

NEW ORNAMENTAL

FENCE 4'-0" HIGH

SEE DETAIL 3

8

6
"

SCALE : N.T.S.

10

PAVER WALKWAY SECTION DETAIL

NOT TO SCALE

CONCRETE CURB

9"X24"

SEE DETAIL

12.15

14.50

14.00

11.65

11.25
11.25

10

8

NEW

CONCRETE

PAVERS

WALKWAY

SEE DETAIL

CONCRETE CURB

9"X24"

SEE DETAIL

8

8

5

8

RETAINING WALL

OR CONCRETE

CURB.

5

8

CONCRETE CURB

9"X24" AS EDGE

RESTRAINT SEE

DETAIL
5

8

CONCRETE CURB

9"X18"-24" AS EDGE

RESTRAINT SEE

DETAIL

8

8

NEW CONCRETE

PAVERS/SEALER

BY CST PAVERS

VILLA GRANDE SERIES

OR APPROVED EQUAL

SUBMIT PATTERN

AND COLOR TO BE

SELECTED BY THE

ENGINEER

MIN.1" TO 1 

1

2

" MAX.

MIO.SAND SETTING

  BED

NEW 5" MIN. COMPACTED

AGGREGATE SUBBASE

PROVIDE GEOTEXTILE

HEAVY FABRIC

COMPACTED

SUBGRADE

NEW  CONCRETE

PAVERS

WALKWAY

SEE DETAIL

CONCRETE STAIR DETAIL

11

SCALE : N.T.S.

CONCRETE RISER

6.5"HIGH, 12" (W)

CONCRETE TREADS.

SUBMIT SHOP DRAWING

TO BE APPROVED BY

THE ENGINEER

NEW CONCRETE

PAVERS

WALKWAY

SEE DETAIL

10

8

NEW PAVERS

WALKWAY

SEE DETAIL

10

8

NEW 5" MIN. COMPACTED

AGGREGATE SUBBASE

COMPACTED

SUBGRADE

CONCRETE OR

MORTAR

AS REQUIRED

SUBMIT SHOP

DRAWING FOR

APPROVAL BY

THE ENGINEER

NEW PAVERS

WALKWAY

SEE DETAIL

10

8

VARIES

V
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I
E

S

2
4
"

2
4
"

8

8

2" COMPACTED QUARRY

PROCESS STONE

10

8

NEW 5" MIN. COMPACTED

AGGREGATE SUBBASE

2'-1 3/8"

BACKLESS BENCH

MODEL 282, 6' LONG

2 SUPPORTS BY

DUMAR SIGNATURE

OR APPROVED EQUAL

MIN.

1

16

" TO MAX. 

3

16

"

FILLED JOINTS

W/POLYMERIC SAND

BY SAKRETE PERMASAND

POLYMERIC SAND JOINT OR

APPROVED EQUAL (AS PER

MANUFACTURERS

RECOMENDATIONS)

12"

6
.
5
"

10"

10"

#4 NOSING REBAR

1" CLEAR TYP.

#4 @ 24" O.C.

EACH WAY

2
4

"

2
4
"

1
2
"

12"

4
'
-
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"

NEW ORNAMENTAL

FENCE BY MAZA & MAZA

WELDING, 28 MULOCK PLACE

EAST NEWARK, NJ O7029 OR

APPROVED EQUAL, FOUR

FEET HIGH SUBMIT SHOP

DRAWING AND SAMPLE FOR

APPROVAL BY THE

ENGINEER
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MODULAR BLOCK

RETAINING WALL

SEE DETAIL
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8
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NEW ORNAMENTAL

FENCE BY MAZA & MAZA

WELDING, 28 MULOCK PLACE

EAST NEWARK, NJ O7029 OR

APPROVED EQUAL, FOUR

FEET HIGH SUBMIT SHOP

DRAWING AND SAMPLE FOR

APPROVAL BY THE

ENGINEER

NEW CONCRETE

PAVERS

WALKWAY

SEE DETAIL
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8
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MODULAR BLOCK

RETAINING WALL

SEE DETAIL

12

8

2.5%MAX.

1
'
-
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"

O
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V

A
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I
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S

3

8

NEW ORNAMENTAL

FENCE HIGH 4'-0"

CORE DRIL CAPSTONE

FOR POST AND THREE

BLOCKS BELOW

SEE DETAIL

3

8

12

MODULAR BLOCK RETAINING WALL DETAIL 

NOT TO SCALE

PROVIDE CAP UNIT

AND INSTALL AS

PER MANUFACTURER'S

RECOMENDATIONS

THE FACE OF THE PRO-

POSED RETAINING WALL

SHALL HAVE A 4 (+/-)

DEGREE BATTER

FLAT FACE MASONRY

UNIT (8" NOMINAL)

(FILL WITH N.J.D.O. NO.

57 STONE)

MINIMUM

EMBEDMENT

SEE PROPOSED GRADE

TOPSOIL 4" THICK ( TYP.)

NJDOT NO. 57

STONE

GEOGRID

REINFORCEMENT
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12" MIN.

VARIES

NJDOT NO. 57

STONE
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CLEAN

COMPACTED

BACKFILL

PROVIDE EXCAVATION

SUPPORT PROTECTIVE

SHEETING OR STAGE

WORK TO MAINTAIN

CUT STABILITY

G
R

I
D

 
S

P
A

C
I
N

G

A
S

 
P

E
R

 
C

O
D

E

GEOGRID LENGTH AS PER CODE

NOTE:

THE CONTRACTOR SHALL PROVIDE SIGNED AND

SEALED SHOP   DRAWINGS FOR THE MODULAR BLOCK

RETAINING WALL IN ACCORDANCE WITH THE CONTRACT

SPECIFICATION INCLUDING MANUFACTURER'S PRODUCT

AND INSTALLATION SPECIFICATIONS AND THE

MANUFACTURER'S STYLE AND COLOR CHART FOR

APPROVAL BY THE ENGINEER.

o

4" THICK CLASS " B"

NEW CONCRETE PAD

WELL COMPACTED

SUB GRADE

4" DENSE GRADED

AGGREGATE BASE

COURSE.

CONCRETE PAD DETAIL

13

WELDED WIRE MESH

REINFORCEMENT

TYPE 6"X6"  6/6 (TYP.)

BROOM FINISH

ONE WAY (TYP.)

4
"

4
"

8
"

6'-0" HIGH CHAIN LINK FENCE

SCALE : N.T.S.

14

1 

1

4

" NPS (1.660 DIAM. O.D.) TOP RAILS AND

BOTTOM. (TYP. ENTIRE FENCE

INSTALLATION, INCLUDING ALL GATES)

TENSION

BAR

TIE WIRES - 12 GA. PVC COATED

CLASS 2b. POSTS TIES @ 12" O.C.

RAILS AND BRACE @18" O.C.

2" NPS  POSTS AT 10'-0" O.C. MAXIMUM

2"X2" 9 GA. WIRE CORE CHAIN-LINK

FABRIC, KNUCKLE TOP AND BOTTOM

RAILS (TYPICAL) AND W/ HEAVY DUTY

PLASTIC SLAT AT THE NORTH EAST SIDE

2"X2" 9 GA. WIRE CORE CHAIN-LINK

FABRIC, KNUCKLE TOP AND BOTTOM

(TYP.)

10'-0" TYP.(MAX.)

CONCRETE FOOTING

CLASS " B" ( TYP.)

NOTES:

1.   CORNER POSTS AND END  POSTS

        TO BE 3" O.D. SCHEDULE 40.

2.     CHAIN LINK FENCE TO BE 6'-0" HT.

3.     FENCE FABRIC (MESH) PVC COATED PER ASTM 660

        CLASS 2B OVER ZINC COATED STEEL WIRE

        9 GA. CORE DIA. ZINC COATING SHALL BE

        CLASS 1 1/2 OZ/SQ. PVC TO BE MINIMUM 10

        MIL. THICK FENCE TO BE COLOR BLACK.

4.     FENCE POSTS, RAILS ( TOP AND BOTTOM)

        AND HARDWARE TO BE POLYMER COATED

        PER ASTM .

FINISH SURFACE

(EQUAL SPACES)

2
'
-
6
"

12"

6
"

3
'
-
0
"

3" CORNER POSTS AT

10'-0" O.C. MAXIMUM

6
"

10"

6
'
-
0
"



 
 
 
 

APPENDIX 6. 
PARKS MAINTENANCE 

LETTER 





 
 
 
 

APPENDIX 7. 
STORMWATER RUNOFF 

AND EROSION SEDIMENT 
CONTROL MEASURES 

LETTER 
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BERGEN SQUARE CENTER 

  830 BERGEN AVENUE, FLOOR. #6B 
JERSEY CITY, NEW JERSEY 07306 

TELEPHONE:  (201) 369-4340 
FAX:  (201) 369-4346 

 

 THOMAS MALAVASI, PE, PP, CME, CPWM  
 COUNTY ENGINEER 
  

THOMAS A. DeGISE JOSEPH F. GLEMBOCKI, PE 

COUNTY EXECUTIVE  ASSISTANT COUNTY ENGINEER 
  

DENISE C. D’ALESSANDRO ROBERT A YANNAZZO, AIA 

DIRECTOR CHIEF ARCHITECT 

 

HUDSON COUNTY IS AN EQUAL OPPORTUNITY EMPLOYER 

 

 

October 2, 2018 

 
 

Martha Sapp  

Director of Green Acres Program 

Mail Code 501-01 

501 East State Street  

P.O. Box 420 

Trenton, New Jersey 08625-0420 
 

RE:  Block 437.01 Lot 1 – Parcel known as the Bird Sanctuary in James J. Braddock Park in North Bergen NJ. 

 
Dear Ms. Sapp, 

 

I was recently asked to review the conditions on the above parcel, relating to the potential for erosion.  The site is 
currently heavily vegetated and in my opinion does not have a large potential for erosion. 

 

In 2015 the developer of an adjacent parcel of land disturbed the lower portion of the site.  He was required to 
stabilize the area that he disturbed and vegetation has been reestablished in that area.  I did not observe any active 

erosion. 

 

In 2017 the County undertook a project to construct viewing platforms for the Bird Sanctuary. That work received 
a certification from the Hudson Essex Passaic Soil Conservation district and the construction was done in 

accordance with their standards.  That work is complete and I have not observed any active erosion in this area of 

the site.   
 

Should you have any questions or comments do not hesitate to contact this office at 201-369-4340. 

 

Sincerely, 
 

 
Thomas Malavasi, PE, PP, CME, CPWM 

County Engineer 

 
 

cc:  
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APPENDIX 9. 
PATERSON PLANK ROAD 

DEED 















 
 
 
 

APPENDIX 10. 
LOCATION – TAX MAPS 
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APPENDIX 11. 
AERIAL SITE MAPS 



EXISTING COUNTY PARK: 
BRADDOCK NORTH 
HUDSON PARK  
LISTED AT 173.86 AC

DIVERSION PARCEL 
1.25 AC (lots 1 and 3)

LEASED AREA (NORTH 
BERGEN TRACK & FIELD)

SHC# 0900005, 0908003



REPLACEMENT PARCEL  
1.57 ACRES 
1811 PATERSON PLANK ROAD  
NORTH BERGEN 
BLOCK 27, LOT 27

SHC # 0900005, 0908003



 
 
 
 

APPENDIX 12. 
REFERENCE MAPS 



1.17 ACRES

SHC # 0900005, 0908003

1.17 ACRES (PARCEL 1)



SHC 0900005, 0908003

AREA TO BE DIVERTED
1.17 ACRES



SHC 0900005, 0908003



SHC 0900005, 0908003



EXISTING COUNTY PARK: 
BRADDOCK NORTH 
HUDSON PARK  
LISTED AT 173.86 AC

DIVERSION PARCEL 
1.17 AC (lot 1)

LEASED AREA (NORTH 
BERGEN TRACK & FIELD)

SHC# 0900005, 0908003



REPLACEMENT PARCEL  
1.57 ACRES 
1811 PATERSON PLANK ROAD  
NORTH BERGEN 
BLOCK 27, LOT 27

SHC # 0900005, 0908003



REPLACEMENT PARCEL,  
1.14 ACRES 
14th STREET, HOBOKEN

SHC # 0900005, 0908003



DIVERSION SITE
PARCEL 1
Area - 51,070.3sq ft / 1.172 acres
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