Section 3                                               
     Prequalification Response Format

H-3 Hydrology & Hydraulics
Involves roadway design drainage systems (inlets, pipes, ditches, outlet structures) hydraulic analysis, stream stability, scour evaluation, and water surface profiles using the standard step-backwater method; as well as expertise in the NJDEP Flood Hazard Area Control Act rules and familiar with the newly updated Stormwater Management rules.  The consultant must have experience in stormwater management design (stormwater runoff quality, quantity, and groundwater recharge, groundwater mounding, and green infrastructure BMP design).

	Firm:
	     


	Staff

Requirements
	Instructions: List staff that meet requirements highlighting qualifications, experience, and training certificates using format in Section 4.**

	
	Level A

	
	Staff Level
	Name
	ER

	Project Manager

1) w/ 6 years experience
	1
	1.      
	 FORMCHECKBOX 


	Hydrologic and Hydraulic Engineer

1) PE and BSCE w/ 4 years of experience in current NRCS Runoff Methodology (e.g. PondPack, HydroCAD) ● HEC-RAS ● StormCAD ● PondPack ● Expertise in NJ Flood Hazard Control Act regulations and Stormwater Management rules
	1
	1.      
	 FORMCHECKBOX 


	Assistant Hydrologic and Hydraulic Designer

1) w/ 4 years experience
	2
	1.      
	 FORMCHECKBOX 


	
	
	2.      
	 FORMCHECKBOX 


	CADD Technician/Draftsperson
	1
	1.      
	 FORMCHECKBOX 



	Firm’s

Project

Requirements

HEC-RAS ● StormCAD ● PondPack● HydroCAD

	Instructions: List the titles of projects that meet requirements using the format in Section 5 to report the specifics of the listed projects. Projects must have been completed in the last ten years.

	
	Level A
	ER

	
	Five

Projects

Required1
	1.      
	 FORMCHECKBOX 


	
	
	2.      
	 FORMCHECKBOX 


	
	
	3.      
	 FORMCHECKBOX 


	
	
	4.      
	 FORMCHECKBOX 


	
	
	5.      
	 FORMCHECKBOX 



1  Projects must include: highway drainage design ● runoff calculations ● design of stormwater best management practices basins for water quality and groundwater recharge● runoff routing ● scour calculations for bridges ● standard step backwater analysis under the Flood Hazard Area  Control Act rules
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