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METER SOCKET-INSTALLED BY CONTRACTOR-PROVIDED BY

UTILITY COMPANY ON REQUEST.  (IN JCP&L CO.  AREA METER

SOCKET IS TO BE INSTALLED AND FURNISHED BY CONTRACTOR)

MAGNETIC CONTACTOR,  30 AMP,  120 VOLT COIL NEMA 1  ENCLOSURE.

PHOTOELECTIRIC CONTROL UNIT 15 AMP SHUNT SWITCH IN

2" X 4" HANDY BOX OR EQUIVALENT.
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NOTE

4 /8 CIRCUIT LOAD CENTER WITH ENCLOSURE

COMPLETE WITH 6-20A CIRCUIT BREAKERS.

WEATHERPROOF, 20A DUPLEX RECEPTICAL GROUND FAULT.

6 IF METER IS NOT REQUIRED,  INSTALL 1 �" I.D. SEALTITE FLEX

CONDUIT AND 1 �" I.D. NIPPLE FROM REDUCER COUPLING

TO MAIN BREAKER PANEL.

7 FOR METER CABINET TYPE "L",  PHOTOELECTRIC CONTROL AND

MAGNETIC CONTACTOR SHALL BE FURNISHED AND INSTALLED.

8 THE TOTAL NUMBER OF CIRCUIT BREAKERS SHALL

NOT EXCEED SIX.

S/N

20A

20A

20A

CKT.#1

CKT.#2

CKT.#3

CKT.#5

20A
BLACK

WHITE

RED

METER

120/240V,  1 PHASE,  3 WIRE

USE #6 TYPE U.S.E.,  600V

4#10AWG

3#10AWG

SHUNT SNAP

SWITCH

S.P.S.T.

B
A

C
K

PHOTOELECTRIC

2#12AWG

WEATHER PROOF DUPLEX-20 AMP RECEPTACLE

GROUND FAULT

30A,  4P CONTACTOR

ALL WIRE TO BE #6-AWG-600 VOLT

OR AS OTHERWISE SHOWN.

NOTE:

SCHEMATIC WIRING DIAGRAM:   120/240 VOLT
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SEE NOTE #7

CONTROL SEE

NOTE #7

BREAKERS TO BE PLUG IN TYPE,  QUICK-MAKE

QUICK BREAKERS AND SHALL MEET FEDERAL SPEC.

W-C-375B-AMEND AS A CLASS 10A BREAKER

20A

CKT.#6

20A

CKT.#4

240 V LIGHTING LOADS

120 V LIGHTING LOADS

NUMBER OF HIGHWAY

LIGHTING UNITS AS

INDICATED ON

GENERAL PLANS-(SEE NOTE 8)
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BOTTOM OF METER CABINET

12�"
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CORBIN LOCK

NO.  0357 S.G.

NO SUBSTITUTE

PROVIDE APPROVED WATERTIGHT

COVER (SEE DETAIL OF METER

CABINET CAP.)
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PEC

B B

FRONT ELEVATION

�" MIN.

1�" MAX.

PROVIDE STN.  STL.

FASTENERS FOR

GROUNDING.

2�"

�" AIR SPACE

0

�
"

�" MAX.

11

�"
 M

I
N

.

�" DIA.  X 3" LONG

HINGE PINS.

STAINLESS STEEL

DRILL¢" HOLE

AND FURNISH

BRASS RIVET

SIDE ELEVATION

METER CABINET DETAIL

DOOR SHALL BE PROVIDED

WITH CONTINUOUS NEOPRENE

GASKET SECURED IN DOOR

GROOVE TO INSURE DUST

TIGHT AND WEATHERPROOF

PROTECTION.

ALUMINUM ALLOY, COMMERCIAL DESIGNATION 356

A.S.T.M. DESIGNATION B26-56T,  ALLOY SG 70A.

THE CABINET SHALL BE FREE OF BURRS,  SHARP EDGES,

DRILL 1�"    HOLE AND COVER

WITH �" THICK PLEXIGLASS.

GASKET AND S.S.  HARDWARE.

4545

13�" WIDE BY �" THICK BY 35" LONG

WEATHERPROOF PLYWOOD PANEL BOARD

SHALL BE INSTALLED ON INSIDE REAR WALL

OF CABINET,  PROVIDE �" AIR SPACE AS SHOWN.

FASTEN WITH 6�" - 20NC STN.  STL.,  FLAT HD.  

MACHINE SCREW ( DRILL & TAP METER CABINET).

PANEL BOARD TO BE GIVEN (1) COAT OF BLACK PAINT.

�" AIR SPACE

DENTS, PINHOLES, AND PARTING LINES AND SHALL HAVE

A UNIFORM #30 GRIT FINISH.

FOR ALTERNATE FABICATED METER CABINET SEE DWG.  T-35.

FOR DETAILS OF ANCHOR

BOLTS SEE DWG. #L-03.
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"
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FINISHED SURFACE
DRILL AND TAP FOR �" DIA.  BOLT

BY �" DEEP 13 THREADS PER INCH.

FURNISH TWO STANDARD ALUMINUM

SECTION A-A

METER CABINET CAP DETAIL

ALUMINUM ALLOY,  COMMERCIAL DESIGNATION 356

A.S.T.M. DESIGNATION B26-56T,  ALLOY SG 70A

CAP SCREWS �" DIA.  BY 1�" LONG

CLASS 2 FREE FIT WITH EACH METER

CABINET CAP.

1
�"

S
H

A
N
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KEY ALIKE CHANGE #1

CUT ON BLANK 04266

FOR SUB TREASURY LOCK #03575

PROVIDE 2 KEYS WITH EACH CABINET
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�" �"

�
"
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SECTION B-B

METER CABINET CORNER SECTION

SHOWING DOOR GASKET GROOVE DETAIL.

METER CABINET TYPE "L"

120/240 VOLT 40 AMP MAX.  LOAD
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2�"  DIA. HOLE SHALL

BE CLEAN, SMOOTH

AND FREE OF ALL BURRS

                                                                                                 N.T.S.                   
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