
MAX.

FOOT

CANDLES

MIN.

FOOT

CANDLES

UNIFORMITY

RATIO

MAX.-MIN.

PHOTOMETRIC DATA TABLE II

SIGN

SUPPORT

NUMBER

GO

SIGN

NUMBER

NUMBER

OF

FIXTURES

SIZE OF SIGN

WIDTH HEIGHT

SIZE OF SIGN

WIDTH HEIGHT

SPACE

"A"

SPACE

"B"

DIMENSIONS

TABLE I

PHOTOMETRIC REQUIREMENTS: 250 WATT MERCURY VAPOR SIGN LIGHTING                                                                      

TERMINAL STRIP SHALL BE THE TYPE WHICH ACCEPTS �" X 1�"                                                                   

FERRULE TYPE CARTRIDGE FUSES.                                                                                                       

LUMINAIRE MOUNTING PLATES ARE PART OF THE LUMP SUM ELECTRICAL ITEM,                                                                 

PLATES MUST BE FIELD DRILLED TO CONFORM TO MOUNTING BOLT CIRCLES                                                                    

OF LUMINAIRES.                                                                                                                      

ALTERNATE CONDUIT ARRANGEMENT MAY BE SUBMITTED FOR APPROVAL TO                                                                      

THE ENGINEER.                                                                                                                       

REFER TO GENERAL PLANS FOR LOCATION AND DIRECTION OF SERVICE PANELS.                                                                

AS REQUIRED                                                                                                                         

NOTES:

1.

2.

3.

4.

5.

6.

7.

"SIGN LIGHTING ASSEMBLY", AND SHALL BE PAID FOR AS SAME.  MOUNTING                                                                   

MIN. INITIAL

AVG. FOOT

CANDLES

ILLUMINATION REQUIREMENTS

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                       

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

LUMINAIRE, H37-5KC/DX, MOUNTED ONE FOOT BELOW BOTTOM EDGE AND FOUR                                                  

AND ONE HALF FEET IN FRONT OF SIGN BOARD.  THE PHOTOMETRIC DATA SHALL                                                                  

BE CALCULATED, FOLLOWING THE AASHTO STANDARDS FOR ROADWAY SIGN                                                             

8.

GROOVE PROVIDING A WATER RESISTANT AND DUST-TIGHT ENCLOSURE.                                                                                                                 

THIS SHEET REQUIRES THAT DESIGN SPECIFIC INFORMATION BE ADDED.  IT

THEREFORE WILL ALWAYS BE SUPERSEDED IN THE CONSTRUCTION PLANS.

1 2 3 4 5

NEUTRAL BAR

�" PLYWOOD

SERVICE PANEL

FUSED TERMINAL STRIPS

5 AMP 600V FUSES

(SEE NOTE #3)

*

SIGN LUMINAIRES SIGN

PANEL

NO. 1

SIGN

PANEL

NO. 2

{ { {

TYPICAL WIRING DIAGRAM FOR

�" PLYWOOD

SERVICE PANEL

FUSED TERMINAL STRIPS

5 AMP 600V FUSES

(SEE NOTE #3)

SIGN

PANEL

NO. 1

SIGN

PANEL

NO. 2

{{1 2 3 4 5

2 DOUBLE POLE

20A - 120V OR 240V

TYPE "E" FRAME

CIRCUT BREAKERS

NOTE

  

WIRE #10 AWG TYPE THWN

FROM NEUTRAL BAR

TO LUMINAIRES

NOTE

 

 

WIRE #10 AWG TYPE THWN

TO LUMINAIRES

SIGN LUMINAIRES { (2) #10 AWG TYPE RHW

WIRES FROM ROADWAY

LIGHTING J.B.F.

TYPICAL WIRING DIAGRAM FOR

FROM TERMINAL STRIP

CIRCUITS WITHOUT NEUTRAL WIRE

CIRCUITS WITH NEUTRAL WIRE

  

1, 20R3 SINGLE POLE

20A-120V OR 240V

TYPE "E" FRAME

CIRCUIT BREAKERS

FROM THE NEAREST J.B.

1-#8 BARE GROUND WIRE

2, 3, OR 4 (SEE NOTE #7)

FROM ROADWAY LIGHTING J.B.F.

#10 AWG TYPE RHW WIRES

2’-2"
1

’-
6

"

FOR CONNECTION

SEE DETAIL "A"

�" FLEXIBLE

CONDUIT TO

LUMINAIRE

1�" TYPE "L" CONDULET

�" RIGID ALUM.

CONDUIT

�"    STN. STL. "U"

BOLT, WASHERS, &

LOCKNUTS

0

3
"

CHORDS

1�" RIGID ALUM.

CONDUIT

1
’-

6
"

6
"

1"

5" 10" 2’-3"

9"

2’-0" 2" MIN.

1�"

3
’
-
0
"

APPROVED LUMINAIRE

(SEE NOTE #2)

26" X 18" X �" ALUM.

MOUNTING PLATE

LUMINAIRE SUPPORT

CHANNEL (TYPICAL)

�" FLEXIBLE CONDUIT - SUFFICIENT

LENGTH TO SLIDE FIXTURE IN & OUT

1�" TYPE "C" CONDULET

APPROVED CONNECTOR

1�" FLEXIBLE

CONDUIT

CLHANDRAIL SUPPORT

WALKWAY LIGHTING PLAN

SIGN PANEL FACE

1�" TYPE "T" CONDULET

TO BE OFFSET DOWN SO

SEE NOTE #5

 BE RUN BELOW WALKWAY

�" ALUMINUM CONDUIT CAN

1�" RIGID ALUM.

CONDUIT

1�" FLEXIBLE

CONDUIT

1�" TYPE "T" CONDULET

W/REDUCING BUSHING

�" RIGID ALUM.

CONDUIT

L L

TYPICAL MAINTENANCE WALKWAY DETAILS

(REFER TO "MAINTENANCE WALKWAY" PLATE NO. 3.9-9)

C LUMINAIRE

SUPPORT

CHANNEL

C LUMINAIRE

SUPPORT

CHANNEL

LUMINAIRE MOUNTING

PLATE (SEE NOTE #4)

SPRING LOADED

CHANNEL NUTS

MOUNTING PLATE

�"

DETAIL "A"

A A

SPAN LENGTH VARIES

VARIES VARIES VARIES

"B" "B""A" "B" "B""A"

A A

1�" BLIND HALF

COUPLINGS

1�" FLEXIBLE

CONDUIT

SERVICE PANEL

(SEE NOTE #6)

TYPICAL FULL ROADWAY SPAN STRUCTURE

LIGHTING FIXTURE

(SEE NOTE #1)

VARIES

1�" BLIND HALF

COUPLINGS

1�" FLEXIBLE

CONDUIT

SERVICE PANEL

(SEE NOTE #6)

CL CL CL CL

"B" "B""A" "A"

A
A CLCL CL LIGHTING FIXTURE

(SEE NOTE #1)

TYPICAL CANTILEVER OR

HALF ROADWAY SPAN STRUCTURE

VARIES

SERVICE PANEL

(SEE NOTE #6)

CL

CL SIGN PANEL

TYPICAL BUTTERFLY STRUCTURE

"A""B"

CL

"A" "B"

CL LIGHTING FIXTURE

(SEE NOTE #1)

3" MIN.

HAND HOLE

5
"
 M

IN
.

SEE DETAIL "B"

RIGID METALLIC CONDUIT

SEE GENERAL PLANS FOR

SIZE & DIRECTION

VARIES

GROUND STUD

OPPOSITE GROUND HOLE

8"0

4
’
-
6

"

1 - #8 BARE GROUND WIRE

FROM ROADWAY J.B.-BOND

TO SERVICE PANEL

ELEVATION - SERVICE

SIDE VIEW

�"    STN. STL. U-BOLTS, HEX

SIZE DETERMINED BY

DIAMETER OF SUPPORT

LOCKNUTS, & FLAT WASHERS.

20" MIN.

2
4

"
 M

IN
.

MIN.

UL LISTED ENCLOSURE WITH HINGED DOOR AND GROUND STUD.  DOOR SHALL BE

SECURED WITH A SUB-TREASURY LOCK #03575 AND KEYED ALIKE FOR KEY #2

AVAILABLE FROM THE AMERICAN HARDWARE CO. OF NEW BRITAIN, CONN. OR A

TUMBLER LOCK #1548IRS ABD KEYED ALIKE FOR KEY #2 AVAILABLE FROM CCL,

NEW BRITAIN, CONN.

(SEE NOTE #8)

V
A

R
IE

S

1
0
"

3
’
-
0

"

WT3X6

WT3X6

01�"    LOCKNUTS

& BUSHINGS

DRILL 4-�"    HOLES

FOR �"    BOLTS, NUTS,

FLAT & LOCK WASHERS.

FASTEN FROM INSIDE

OF SERVICE PANEL

DETAIL "B"

SERVICE PANEL

24"

�"    STN. STL. "U" BOLT,

WASHERS, & LOCKNUTS

0

REFER TO "TYPICAL

ELECTRICAL DETAILS"

PLATE NO. 3.9-10

WT3X6

1�"    LOCKNUT

& BUSHINGS

0

SERVICE PANEL

8
"

SECTION B-B

BB
0

PHOTOMETRIC DATA TABLE II.                                                                                                     

R
E

F
E

R
E

N
C

E
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PANEL AT SIGN STRUCTURE

SECTION A-A

STRUCTURAL FOAM MOLDED THERMOPLASTIC (20"MIN.X24"MIN.X8"MIN.-.250" THK.)

LIGHTING FIXTURE DIMENSIONS "A" & "B" SHALL BE AS SHOWN ON TABLE I.                                                                    

                                                                       N.T.S.                   

L-1007  B
D

C
0
7
D

-
0
3

SIGN LIGHTING FOR "GO" SIGNS


