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C.

NOTES:

ABOVE THE FENCE.  A FIBERGLASS HANDHOLE

COVER SHALL BE USED.  IT MUST BE MODIFIED

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

                                       

NEW JERSEY DEPARTMENT OF TRANSPORTATION

ELECTRICAL DETAILS

                                            

D.

E.

FOR UV RESISTANCE.  GROUND STUD (SEE L-01)

SHALL BE INSTALLED OPPOSITE HAND HOLE.
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SHOE BASE DETAIL
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11" TO 12" BOLT CIRCLE

SHOE BASE

ALUM. ALLOY TUBE 6063-T6

SATIN GROUND FINISH

�" DIA. STN. STL. THRU BOLT, HEX NUT,

& LOCK WASHER (FIELD DRILL @ ASSY.)

INTERNAL VIBRATION DAMPER TO

BE INSTALLED PER MANUFACTURER

SPECIFICATION

LIMIT OF TAPER

SEE ADAPTER DETAIL

MAX. LUMINAIRE SIZE

SHAFT DIMENSIONS

TAPER
MIN. WALL

THICKNESS
LENGTH

WEIGHT
PROJ. AREA

SQ. FT.

8 X 6 42’ 100# 3.8

SCHEDULE 2
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11" TO 12" BOLT CIRCLE

SHOE BASE

LIMIT OF TAPER

SEE ADAPTER DETAIL

MAX. LUMINAIRE SIZE

SHAFT DIMENSIONS

TAPER
MIN. WALL

THICKNESS
LENGTH

WEIGHT
PROJ. AREA

SQ. FT.

8 X 6 100# 3.8
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HAND HOLE, SEE NOTE "E"

I.D.
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SEE ADAPTER DETAIL

TAPERED ALUM. ALLOY TUBE 6063-T6

.188" WALL SATIN GROUND FINISH

FRICTION RING, 9" DIA. O.D.

.312" WALL ALLOY 6063-T6

(2) �" - 13NC X 10" LG. STN. STL. THRUBOLTS

WITH HEX. NUTS AND WASHERS  (FIELD DRILLED)

9" O.D.

9" O.D.

-1/32
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+0
O.D.

-1/32
8�"

+0
O.D.

TRANSFORMER BASE,

FOR DETAILS SEE

DRAWING L-21

INTERNAL VIBRATION DAMPER

TO BE INSTALLED PER

MANUFACTURER SPECIFICATION

TAPERED ALUM. ALLOY TUBE 6063-T6

SATIN GROUND FINISH

6" O.D.

SCHEDULE 3

MAX. LUMINAIRE SIZE

SHAFT DIMENSIONS

TAPER
MIN. WALL

THICKNESS
LENGTH

WEIGHT
PROJ. AREA

SQ. FT.

9 X 6 6’-6" 60# 3.0

9 X 6 6’-6" 60# 3.0

( SEE SCHEDULE 3 )
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IDENTIFICATION TAG

SEE DRAWING L-01

TRANSFORMER BASE,

FOR DETAILS SEE DRAWING L-21

1.00"

.50"

45 TYP.

.56" DIA. (2) PLCS

END DETAIL
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MATERIAL:

YOKE DETAIL
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FURNISH WITH EACH YOKE

�" I.D. X �" O.D. X 16 GA.

DRILL & TAP #10-24UNC-2B (2) PL’S

 

  18-8 STN. STL. FULL THD.

  18-8 STN. STL.

  18-8 STN. STL.
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6.50" O.D.

ALUM. TUBE

6063-T6
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SECTION A-A

 

 

 

 

 

4.25"

2.13"

.69" DIA.

.43" DIA. (4) PL’S

MOUNTING ADAPTER

A A

1
.
7

5
"

.
8
8
"

A POSITIVE LOCKING DEVICE SHALL BE PROVIDED FOR VERTICAL

ADJUSTMENT SUCH THAT WIND LOAD OF 80 MPH WITH A 1.3 GUST FACTOR 

WILL NOT AFFECT THE VERTICAL POSITION OF THE LUMINAIRE.

7.00" DIA.

.375" ALUM. PLATE

6061-T6

THE YOKE SHALL BE DESIGNED TO BE INSTALLED ON MOUNTING ADAPTER.

STN. STL. SET SCREWS

FURNISH WITH EACH ADAPTER

NOTE:

�

4043

�" THK. AL. PAD

ALTERNATE

AFTER WELDING

�" - 16NC-2

DRILL & TAP

�" - 16NC-2 X 1" LG.

SQ. HD. CUP PT. SET

SCREW PER ASTM 193

GR B8 ST. ST. PASS.

SEE ALTERNATE

316 STAINLESS STEEL
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�" -16 X 1�"  HEX HD. MACH. SCR.

�" -16 HEX STOP NUT, NYLON INSERT

WELD (3) �" -16UNC ALUM.

NUTS OVER .43" DIA. HOLES

@ 120  INTERVALS

(3) �" -16UNC X 1" SQ. HD. CUP PT.

(3) �" -16UNC STN. STL. JAM NUTS

.250"

.250"

.188"

.188"

.250" .188"

.188"

                                                                       N.T.S.                   

EXTENSION KE

TRAFFIC SIGNAL STANDARD K

LIGHTING STANDARD

N.J. STANDARD N.J. STANDARD N.J. STANDARD 

         LIGHTING STANDARD ALUMINUM     

L-1807   B
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F.

G. DO NOT INSTALL STANDARD WITHOUT ARM.

DESIGN AND MANUFACTURE ACCORDING TO THE

2001 AASHTO SPECIFICATIONS FOR STRUCTURAL

SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND

TRAFFIC SIGNALS. UTILIZE APPENDIX C OF THE

SPECIFICATIONS FOR IDENTIFICATION OF LOADING 

CRITERIA. DESIGN WIND SPEED IS 80 MPH. FOR 

FATIGUE IS WAVED.


