
ITEM DIMENSION A

MANHOLES

AA

N.T.S.

STAGE 2

A

STAGE 1

CLASS B CONCRETE

STANDARD MANHOLE

FRAME AND COVER

ALL JOINTS TO BE

POINTED FULL AND

FLUSH

D O T

PICK

HOLE
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NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS

15^

6• 6•" "

30^

8" IF BRICK, 6"

IF CONCRETE OR

CONCRETE BLOCK

6" TYP.

NOTE:

1.

2.

3.

5.

6.

4.

SECTION A-A

SECTION A-A

UNDERSIDE OF COVER

MINIMUM WEIGHTS

4'-0"

5'-0"

6'-0"

THE TOP SURFACE OF

STAGE 1 TO BE LEFT

ROUGH

NOTE:

BOTTOM OF FOOTING TO BE

10" BELOW BOTTOM O.D.

OF LOWEST PIPE

3" xƒ" x‚" HIGH

NON-SKID LUGS

AS AN ALTERNATE TO THE STANDARD MANHOLE FRAME AND COVER, A 39 INCH DIAMETER FRAME WITH

4 INCH FLANGE MAY BE FURNISHED WITH ALL OTHER DIMENSIONS AND WEIGHTS REMAINING THE SAME.

DEPTH OF INVERT TO BE 0.80 OF

THE DIAMETER OF THE MAIN SEWER

THROUGH THE MANHOLE (TYP)
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NOTE:

CD-602-8.1

CD-602-8

CD-602-8.2CD-602-8.3

LADDER

RUNGS

SEE DETAIL

CD-602-1.3 &

CD-602-1.5

COARSE AGGREGATE #57

IF FOOTING IS PRECAST
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ADJUST CASTINGS OF PRECAST MANHOLES TO GRADE WITH COURSES OF BRICK OR CONCRETE BLOCK,

AS REQUIRED, 12 INCHES MAXIMUM. 

IN A BRICK, CONCRETE, OR CONCRETE BLOCK MANHOLE, CONSTRUCT THE INVERT IN TWO STAGES.

SEE GENERAL NOTE 9, CD-602-1.6

CONSTRUCT FOUNDATION AND 

INVERT IN TWO STAGES.

MANHOLE MAY BE CONSTRUCTED OF BRICK, CONCRETE, CONCRETE BLOCK, OR PRECAST CONCRETE.

MANHOLE FRAME AND COVER

MANHOLE 5 FOOT DIAMETER,

MANHOLE 6 FOOT DIAMETER

MANHOLE

164

AS AN ALTERNATIVE, COPOLMYER POLYPROPYLENE PLASTIC LADDER RUNGS MAY BE FURNISHED IN PRECAST

MANHOLES AND INLETS. 

WHEN THE DEPTH OF A MANHOLE EXCEEDS 10 FEET AS MEASURED FROM TOP OF COVER TO INVERT,

THE WALLS OF BRICK, CONCRETE, OR CONCRETE BLOCK BELOW A DEPTH OF 8 FEET TO BE 12 INCHES

THICK. THE OVERALL HORIZONTAL DIMENSIONS TO BE INCREASED 12 INCHES AND THE DEPTH OF THE

FOUNDATION INCREASED TO 12 INCHES. WHEN ROCK IS ENCOUNTERED, THE HORIZONTAL DIMENSION AND

DEPTH OF THE FOUNDATION IS NOT TO BE INCREASED. THE THICKNESS OF PRECAST CONCRETE MANHOLE

WALLS DOES NOT HAVE TO BE INCREASED IF THE DEPTH OF THE MANHOLE EXCEEDS 10 FEET.

GENERAL NOTES:


