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TRAFFIC CONTROL DEVICES

NOTES:

BREAKAWAY BARRICADES

NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS
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TYPE III BARRICADE - FRONT VIEW

45^

NON-REFLECTORIZED SPACE (ORANGE)

2" MAX. NON-REFLECTORIZED SPACE

(ORANGE) ( TYP.)

18" MIN. DIA.

DRUMS
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BASE DIA. MAY BE LARGER THAN TOP DIA.

TRAFFIC CONES

PLASTIC OR RUBBER,

MIN. WEIGHT 7 LBS.

BASE

14" MIN.

7•" MIN. O.D.
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. 2" SPACE

3" TO 4" SPACE

FOR HANDLING.

1ƒ" MIN. O.D.

BASES MAY BE OF BREAKAWAY 

BALLASTED TYPE.

NOTES:
6" SILVER (WHITE)

RETROREFLECTIVE

SHEETING, ASTM D-4956 TYPE III

4" SILVER (WHITE)

RETROREFLECTIVE

SHEETING, ASTM D-4956 TYPE III

6" MIN. REFLECTORIZED STRIPES

FLOURESCENT ORANGE

CD-159-1

CD-159-1.3

CD-159-1.1

CD-159-1.2
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6" MIN. REFLECTORIZED 

STRIPES WHITE
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TRAFFIC CONES MUST BE

PREDOMINATELY ORANGE

IN COLOR.

MINOR MANUFACTURER'S VARIATIONS 

MAY BE ACCEPTABLE UPON APPROVAL 

OF THE RE.

WHEN BALLAST IS REQUIRED BY THE RE, USE SAND. THE MAXIMUM WEIGHT

OF THE BALLAST IS 50 LBS. AND IS TO BE LOCATED APPROXIMATELY AT GROUND LEVEL.

ALTERNATE TYPES OF BALLAST MUST BE APPROVED BY THE RE.

ENSURE ORANGE AND SILVER (WHITE) STRIPES TO BE RETROREFLECTIVE

SHEETING, ASTM D4956 TYPE III. ALTERNATE ORANGE AND SILVER 

(WHITE) STRIPES 6" WIDE SLOPING DOWNWARD AT AN ANGLE OF 

45 DEGREES IN THE DIRECTION TRAFFIC IS TO PASS.
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IF NECESSARY, FABRICATE THE BALLAST AND PLACE

ACCORDING TO THE MANUFACTURER'S RECOMMENDATION.

ENSURE THE 8" MIN. x 48", TO 12" MAX. x 48" BARRICADE RAILS TO BE 

ATTACHED ACCORDING TO THE MANUFACTURER'S RECOMMENDATION. 

164

ENSURE THE TOP OF THE DRUM IS NOT OPEN.  CONSTRUCT DRUMS TO INHIBIT ROLLING

IF KNOCKED OVER.

THE FRAMING, RAILS, AND BALLAST FOR BREAKAWAY BARRICADE TO BE

NCHRP-350 CRASHED TESTED AND FHWA APPROVED.

ENSURE DRUMS ARE MADE OF ORANGE PLASTIC WITH A MINIMUM OF FOUR ALTERNATE FLUORESCENT

ORANGE AND WHITE RETROREFLECTIVE STRIPES. IF THERE ARE NON-REFLECTORIZED SPACES

BETWEEN THE STRIPES, THEY ARE TO BE NO MORE THAN 2" WIDE. ENSURE RETROREFLECTIVE 

SHEETING FOR STRIPES CONFORMS WITH ASTM D4956 TYPE VII OR VIII WITH S2 REQUIREMENTS.

ENSURE THE REFLECTORIZED AREA OF DRUMS IS ROUND EXCEPT OTHER SHAPES, WHICH 

PROVIDE THE SAME VISIBILITY AS AN 18 INCH DIAMETER ROUND DRUM REGARDLESS OF 

ORIENTATION, MAY BE USED.


