ails_11x17.tbl

\\NJDOTPRJWS\V8system\NJDOTWS\Projects\NJDOTEng\ Iplot\ TBLs\Roadway\Det

pen table:

63.073306:1.000000

scale=

28-SEP-2016 11:06

date

TP2VILL

ID=

7%" .

o
o 4%"
>
z a REBAR SEE DETAIL A, B, OR C
] COUPLING CD-405-1
N
e zg‘;’gEa SEE SEE DETAIL A, B, OR C DEFORMED TIE BAR OR
, ' CD-405-1 SEE NOTES 1& 2. ]
] [ =
o ——————7 I N — S SEE NOTE 4.
12n | Y AN 4; 4._ AN . S\ A AN . _4. _.-_4 PR R « v
< D2 4_."7 A BRACAR AN AN U R av. o > L‘ [
| | L o2 T M e T =
[0 o 5 = - Ty %l NG B AR BLISEN
A o vl N AT ST [Nt
7% MAX ey Vo4 TR v.o|le vy v ¢ A
R TR R AR KSR D) Ly 4 AR A ':
Ve — - — v - - A N A S B A ot & rrrd
@ EE I A R 2 B AR v V.
o g | SEE TIE BOLT
' DETAIL AND
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MAKE TIE BOLTS %" ¢ BAR WITH ROLLED AND NOTES 2 & 7.
THREADS OR %" ¢ BAR WITH CUT THREADS. CONSTRUCTION JOINT STATIONARY
CONSTRUCTION JOINT TIE BAR FORMING
TIE BOLT DETAIL co405.2.1 TIE BOLT CD-4052.2 CD-4052.3 CD-405-2.4
NOTES:
| SPECIFY #6 TIE BARS 30" =%" LONG, SPACED 30" CENTER TO CENTER MAXIMUM. FOR JOINT TIES SPECIFY #6 BARS 18" *%" LONG,
SPACED 30 CENTER TO CENTER MAXIMUM. PLAGE PERPENDICULAR TO AND CENTERED OVER THE LONGITUDINAL JOINT * 1.
WHEN ADJOINING TO AN UNEQUAL PAVEMENT OR SHOULDER DEPTH,D IS THE DEPTH OF THE THINNER SEGTION.
DEFORMED TIE BAR, .DO NOT FIELD BEND TIE BARS, TIE BOLTS, AND JOINT TIES.
S AL AB,OR G SEE NOTES 1& 2. . USE REBAR COUPLING DEVICE THAT IS LISTED ON THE QPL.
. TEMPORARILY SECURE THE TIE BOLT TO THE FORM DURING PLACEMENT OF THE CONCRETE USING A METHOD
— = T~ ACCEPTABLE TO THE RE.
= ] bR N .PLACE TIE BOLTS AT 30" CENTER TO CENTER MAXIMUM SPACING. WHEN ADJOINING TO AN UNEQUAL PAVEMENT OR SHOULDER
“pp Tew e a DEPTH,D IS THE DEPTH OF THE THINNER SECTION. SCREW TIE BOLTS UNTIL SNUG.
N AR < fpi BN . USE AN APPROVED EPOXY GROUT MATERIAL TO WITHSTAND THE NECESSARY MINIMUM PULL-OUT RESISTANCE.DRILL TIE BAR
gl R HOLE IN EXISTING PAVEMENT ACCORDING TO THE MANUFACTURER'S RECOMMENDATION. USE ROTARY
RV i o L IMPACT DRILL TO AVOID IMPACTING FINES INTO HOLE.
R S . DO NOT USE THE HOOK COMPONENT OF THE TIE BOLT ASSEMBLY WHEN SLIP FORMING.
[N > - [N L2
SEE TIE BOLT T T S S v . WHEN COLD-POURED JOINT SEALER IS SELECTED FOR USE IN TRANSVERSE JOINTS, USE THE SAME JOINT SEALING MATERIAL
DETAIL AND ' ' IN THE LONGITUDINAL JOINTS.
NOTES 2, 5
& 7.
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