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D

C
2

1
D

-0
7

-O
R

IG
IN

A
L

 S
H

E
E

T

B

J

A

D

B

J

A

D

B

Q

B

J

2' (TY
PIC

A
L)

2' (TY
PIC

A
L)

M

D

• MILE MIN.

TWO LANE DROP AT AN EXIT RAMP

12"

(TYP)

WHITE YIELD LINES DETAIL

AREA =37 S.F.

YIELD AHEAD TRIANGLE SYMBOL

AREA =26 S.F.

YIELD AHEAD TRIANGLE SYMBOL

6'

6'

8"

3
'

1
7
'

TYPICAL BROKEN LINE DETAIL

10' 30' 10'

2
'-

6
"

1
0
'-6

"

DIRECTION

OF TRAVEL

Median

Lane

Lane

Lane

Shoulder

Lane

Lane

Lane

Lane

Lane

Median

VARIES

12' & VARIES

8"

NEW JERSEY DEPARTMENT OF TRANSPORTATION

CONSTRUCTION DETAILS

N.T.S.

TRAFFIC STRIPES
AND MARKINGS

CD-610-8

164

87A

N

A

C
H

D

INTERNAL INTERSECTION TRACKING

STRIPING DETAIL

OR J

A

EXISTING CONCRETE NOSE

 
 

A

J

J
J

B

Q

J

J

B

Q

AJ

C

O

200'

J

I

CURB LINE

SHOULDER

VAR.

2
'(T

Y
P
.)

CURB 

LINE

VAR.

SHOULDER

CURB LINE

2'(TYP.)

OR P

A J

A J

A

B

A

NOTE:

INSTALL STOP LINES AND YIELD TRIANGLES IN LINE 

WITH THE EXISTING STOP SIGNS AND YIELD SIGNS.

TYPICAL RAMP STRIPING DETAIL

A

B

C

D

E

LEGEND

4" SOLID WHITE LINE  (6" FOR INTERSTATES)

4" SOLID YELLOW LINE  (6" FOR INTERSTATES)

F

G

H

I

J

K

N

O

P

Q

8" SOLID YELLOW LINE

M

4" BROKEN WHITE LINE  (6" FOR INTERSTATES)

2 - 4" SOLID YELLOW LINES

4" DOTTED WHITE LINE

2' LINE WITH 6' SPACE

4" DOTTED YELLOW LINE
2' LINE WITH 6' SPACE

2 - 4" DOTTED YELLOW LINES

2' LINES WITH 6' SPACE

24" SOLID WHITE LINES

SPACED 12' c to c @ 45^

12" SOLID WHITE LINE

24" SOLID WHITE LINE

24" (b) x 36" (h) YIELD LINES

R
24" SOLID YELLOW LINES

SPACED 12' c to c @ 45^

24"

(TYP)

36"

(TYP)

J
A

B D J

J

Q

M

TYPICAL ON-OFF RAMP STRIPING DETAIL

2'

2'

L2 L1L3L2L1

OR M

NOTES:

4. GLASS BEADS WILL NOT BE USED IN THE BLACK EPOXY RESIN.

10' 10'

D

10' 10'

D

20'

DIRECTION OF TRAVEL

TYPICAL TURN LANE MARKING

ON
LY

ON
LY

10' 8' 8' 8' 8' 8' 8'64'

1. LIGHT-COLORED PAVEMENT INCLUDES ALL CONCRETE

ROADWAYS SURFACES AND CONCRETE BRIDGE DECKS.

LIGHT-COLORED PAVEMENT

CONTRAST STRIPING DETAIL

CONTRAST STRIPE
(BLACK EPOXY RESIN)

CONTRAST STRIPE
(BLACK EPOXY RESIN)

CD-610-8.1

D D

3. THE WIDTH OF THE CONTRAST STRIPE WILL MATCH THE

WIDTH OF THE STRIPING BEING CONTRASTED.

3' 3' 6' 3' 3' 3' 3'6' 3' 3'6'

M

CONTRAST STRIPE
(BLACK EPOXY RESIN)

M

CONTRAST STRIPE
(BLACK EPOXY RESIN)

3' 3'6'

I OR I OR

L

F OR L

2. THE LENGTH OF LIGHT-COLORED PAVEMENT SECTIONS FOR

CONTRAST STRIPING WILL BE AT LEAST 250'.

8" SOLID WHITE LINE  (12" FOR INTERSTATES)

8" DOTTED WHITE LINE  (12" FOR INTERSTATES)

3' LINE WITH 9' SPACE

J A*

*

*

*

*

*

*

B
*

J

NOTE:*

THE TRANSITION BETWEEN THE EDGE LINES WILL

OCCUR AT A MINIMUM DISTANCE OF 15' FROM THE 

PHYSICAL GORE POINT OR LAST CHEVRON MARKING.

A J*

B

J

*

J A*

J

*

B

VARIES

8" DOTTED WHITE LINE
2' LINE WITH 6' SPACE

(FOR ROADWAYS WITH POSTED 

SPEED LIMIT LESS THAN 45 MPH)

(FOR ROADWAYS WITH POSTED 

SPEED LIMIT OF 45 MPH OR GREATER)

B
D

C
2
4
D

-0
1
 -

 R
E

V
IS

E
D

4" BROKEN YELLOW LINE

4" DOTTED WHITE LINE  (6" FOR INTERSTATES)

3' LINE WITH 9' SPACE
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