ANNOUNCEMENT:  BDC17S-18

DATE:       June 25, 2018

SUBJECT:   HMA Sidewalks, Driveways, and Islands
           - Revision to Subpart 606.03.01 of the 2007 Standard Specifications for Road and Bridge Construction.

Subpart 606.03.01 of the 2007 Standard Specifications for Road and Bridge Construction has been revised to allow the RE to decide if and when DGA base course is required for certain driveway types.

The following revision has been incorporated into the Standard Input, SI2007:

606.03.01  HMA Sidewalks, Driveways, and Islands
THE THIRD AND FOURTH PARAGRAPHS ARE CHANGED TO:

For sidewalks and islands, construct the base course using DGA as specified in 302.03.01. Construct the HMA course, as specified in 401.03.03. Compact using at least 1/2 ton rollers.

For driveways, if directed by the RE, construct a base course using DGA as specified in 302.03.01 to the thickness directed by the RE. Construct the HMA course, as specified in 401.03.03. Compact using at least 1/2 ton rollers.

Implementation Code  R (ROUTINE)

Changes must be implemented in all applicable Department projects scheduled for Final Design Submission at least one month after the date of the BDC announcement. This will allow designers to make necessary plan, specifications, and estimate/proposal changes without requiring the need for an addenda or postponement of advertisement or receipt of bids.

Recommended By:

Paul F. Schneider
Director
Capital Program Support

Approved By:

Eli D. Lambert III, P.E.
Assistant Commissioner
Capital Program Management and State Transportation Engineer

PS:  NP:  HP